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Sec.

207.9 Mystic River, Mass.; dam of Common-
wealth of Massachusetts, Metropolitan
District Commission.

207.10 Charles River, Mass.; dam of Charles
River Basin Commission.

207.20 Cape Cod Canal, Mass.; use, adminis-
tration, and navigation.

207.50 Hudson River Lock at Troy, N.Y.;
navigation.

207.60 Federal Dam, Hudson River, Troy,
N.Y.; pool level.

207.100 Inland waterway from Delaware
River to Chesapeake Bay, Del. and Md.
(Chesapeake and Delaware Canal); use,
administration, and navigation.

207.160 All waterways tributary to the At-
lantic Ocean south of Chesapeake Bay
and all waterways tributary to the Gulf
of Mexico east and south of St. Marks,
Fla.; use, administration, and naviga-
tion.

207.169 Oklawaha River, navigation Ilock
and dam at Moss Bluff, Fla.; use, admin-
istration and navigation.

207.170 Federal Dam, Oklawaha River, Moss
Bluff, Fla.; pool level.

207.170a Eugene J. Burrell Navigation Lock
in Haines Creek near Lisbon, Florida;
use, administration, and navigation.

207.170b Apopka-Beauclair Navigation Lock
in Apopka-Beauclair Canal in Lake
County, Fla.; use, administration, and
navigation.

207.170c Kissimmee River, navigation locks
between Lake Tohopekaliga and Lake
Okeechobee, Fla.; use, administration,
and navigation.

207.170d Taylor Creek, navigation lock (S-
193) across the entrance to Taylor Creek
at Lake Okeechobee, Okeechobee, Fla.;
use, administration, and navigation.

207.175a Carlson’s Landing Dam navigation
lock, Withlacoochee River, Fla.; use, ad-
ministration, and navigation.

207.180 All waterways tributary to the Gulf
of Mexico (except the Mississippi River,
its tributaries, South and Southwest
Passes and the Atchafalaya River) from
St. Marks, Fla., to the Rio Grande; use,
administration, and navigation.

207.185 Taylors Bayou, Tex., Beaumont
Navigation District Lock; use, adminis-
tration and navigation.

207.187 Gulf Intracoastal Waterway, Tex.;
special floodgate, lock and navigation
regulations.

207.200 Mississippi River below mouth of
Ohio River, including South and South-
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west Passes; use,
navigation.

207.249 Ouachita and Black Rivers, Ark. and
La., Mile 0.0 to Mile 338.0 (Camden, Ark.)
above the mouth of the Black River; the
Red River, La., Mile 6.7 (Junction of Red,
Atchafalaya and Old Rivers) to Mile 276.0
(Shreveport, La.); use, administration,
and navigation.

207.260 Yazoo Diversion Canal, Vicksburg,
Miss., from its mouth at Kleinston Land-
ing to Fisher Street; navigation.

207.270 Tallahatchie River, Miss., between
Batesville and the mouth; logging.

207.275 McClellan-Kerr Arkansas River navi-
gation system: use, administration, and
navigation.

207.300 Ohio River, Mississippi River above
Cairo, Ill., and their tributaries; use, ad-
ministration, and navigation.

207.306 Missouri River; administration and
navigation.

207.310 Mississippi River at Keokuk, Iowa;
operation of power dam by Mississippi
River Power Co.

207.320 Mississippi River, Twin City Locks
and Dam, St. Paul and Minneapolis,
Minn.; pool level.

207.330 Mississippi River between
Winnibigoshish and Pokegama dams,
Leech River between outlet of Leech
Lake and Mississippi River, and
Pokegama reservoir; logging.

207.340 Reservoirs at headwaters of the Mis-
sissippi River; use and administration.

207.350 St. Croix River, Wis. and Minn.

207.360 Rainy River, Minn.; logging regula-
tions for portions of river within juris-
diction of the United States.

207.370 Big Fork River, Minn.; logging.

207.380 Red Lake River, Minn.; logging regu-
lations for portion of river above Thief
River Falls.

207.390 [Reserved]

207.420 Chicago River, Ill.; Sanitary District
controlling works, and the use, adminis-
tration, and navigation of the lock at the
mouth of river, Chicago Harbor.

207.425 Calumet River, Ill.; Thomas J.
O’Brien Lock and Controlling Works and
the use, administration and navigation
of the lock.

207.440 St. Marys Falls Canal and Locks,
Mich.; use, administration, and naviga-
tion.

207.441 St. Marys Falls Canal and Locks,
Mich.; security.

207.460 Fox River, Wis.

207.470 Sturgeon Bay and Lake Michigan
Ship Canal, Wis.; use and navigation.
207.476 The Inland Route—lock in Crooked
River, Alanson, Mich.; use, administra-

tion, and navigation.

207.480 Lake Huron, Mich.; Harbor of refuge,
Harbor Beach; use and navigation.

207.560 Sandusky Harbor, Ohio; use, admin-
istration, and navigation.

administration, and
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207.565 Vermilion Harbor, Ohio; use, admin-
istration, and navigation.

207.570 Harbors of Huron, Lorain, Cleveland,
Fairport, Ashtabula, Conneaut, Ohio;
use, administration, and navigation.

207.580 Buffalo Harbor, N.Y.; use, adminis-
tration, and navigation.

207.590 Black Rock Canal and Lock at Buf-
falo, N.Y.; use, administration and navi-
gation.

207.600 Rochester (Charlotte) Harbor, N.Y.;
use, administration, and navigation.
207.610 St. Lawrence River, Cape Vincent
Harbor, N.Y.; use, administration, and
navigation of the harbor and U.S. break-

water.

207.640 Sacramento Deep Water Ship Chan-
nel Barge Lock and Approach Canals;
use, administration, and navigation.

207.680 Willamette River, Oreg.; use, admin-
istration, and navigation of canal and
locks at Willamette Falls, Oreg.

207.718 Navigation locks and approach chan-
nels, Columbia and Snake Rivers, Oreg.
and Wash.

207.750 Puget Sound Area, Wash.

207.800 Collection of navigation statistics.

AUTHORITY: 40 Stat. 266 (33 U.S.C. 1).

§207.9 Mystic River, Mass.; dam of
Commonwealth of Massachusetts,
Metropolitan District Commission.

(a) Definition and authority of super-
intendent. The term superintendent as
used in the regulations in this section
shall mean himself and/or his personnel
then on duty at the dam. The posi-
tioning and movements of all
watercraft of every description while in
the locks or within 100 yards of the
locks or dam shall be subject to the di-
rection of the superintendent whose or-
ders must be obeyed. This order does
not relieve the master of the responsi-
bility for the safety of his vessel.

(b) Description of locks. There are
three (3) locks to be used for the pas-
sage of vessels; one large lock 325 feet
long, 45 feet wide, shall be used for ves-
sels with draft up to seventeen (17)
feet; two small locks each 120 feet long
and 22 feet wide shall be used for boats
up to six (6) feet draft.

(c) Maximum draft. Vessels drawing
within six (6) inches of depth over the
sills shall not be permitted lockage ex-
cept under special permission of the su-
perintendent. Every vessel using the
locks and drawing more than ten (10)
feet shall be accurately and distinctly
marked at bow and stern showing the
exact draft of water at such portions of
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the vessel. Gages set into the walls or
the locks, both upstream and down-
stream of each gate, indicate the depth
in feet of water over the sill of the
gate.

(d) Vessels denied lockage. The super-
intendent may deny passage through
the locks to any craft with sharp,
rough projecting corners, overhanging
equipment or cargo, or any craft or two
that is in sinking condition or in any
way unseaworthy or insufficiently
manned and equipped, or any craft fail-
ing to comply with the regulations in
this section or with any orders given in
pursuance thereof.

(e) Protection of lock gates. (1) In no
case shall boats be permitted to enter
or leave any of the locks until directed
to do so by the superintendent. Boats
shall not be permitted to enter or start
to leave until the lock gates are at rest
within the gate recesses. All persons,
whether in charge of vessels or not, are
prohibited from willfully or carelessly
damaging the locks or any of the ap-
purtenances or the grounds adjacent
thereto, and from throwing or allowing
any material of any kind to fall from
the barge, scow or other vessel into the
locks.

(2) No person shall permit or suffer
any vessel, scow, raft, or float to come
in contract with any gate or any of the
locks of the Amelia Earhart Dam.

(f) Damage to walls. The sides of all
craft passing through the locks must
be free from projection of any Kkind
which might injure the lock walls. All
craft must be provided with suitable
fenders. One or more men as the super-
intendent may direct shall be kept at
the head of every tow until it has
cleared the lock and guide walls, and
shall protect the walls by use of the
fenders.

(g) Unnecessary delay at locks. No per-
son shall cause or permit any craft of
which he is in charge to remain in the
locks or their approaches for a longer
period of time than is necessary for the
passage of the locks unless he is espe-
cially permitted to do so by the super-
intendent, and if such craft is, in the
opinion of such superintendent, in a po-
sition to obstruct navigation, it shall
be removed at once as requested or di-
rected by the superintendent.
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(h) Procedure at locks. The locks shall
be operated promptly for the passage of
all craft upon signal, excepting only in
such cases as are specifically provided
for in the regulations in this section.
All registered merchant vessels shall
pass through the locks in the order di-
rected by the superintendent. Other
craft shall be allowed to pass through
the locks at the discretion of the super-
intendent.

(i) Navigation of the locks. (1) All
barges navigating the locks whether
approaching or leaving the locks are
required to be assisted by one or more
tugs of sufficient power to insure full
control at all times. All craft ap-
proaching the locks while any other
vessel going in the opposite direction is
in or about to enter shall be stopped
where they will not obstruct the free
passage of such other vessel.

(2) All vessels over 100 gross tons in-
cluding those which are accompanied
by towboats must attach not less than
two good and sufficient lines, cables, or
hawsers to the bollards or other fix-
tures provided for the purpose to check
the speed of the vessel and to stop it as
soon as it has gone far enough to per-
mit the lock gate behind it to be
closed. Each line, cable, or hawser shall
be attended on board while passing into
the lock by one or more of the vessel’s
crew. Where vessels are so long that in
order to get them wholly within the
locks it is necessary to go within 100
feet of the lock gate ahead, the speed of
the vessel must be slow and the vessel
must be fully under control at all
times by the lines, cables or hawsers.
All towboats and vessels less than 100
gross tons may enter the locks without
having lines out subject to the discre-
tion of the superintendent. The master
or person in charge of a vessel shall ar-
range to have any line, cable, or haw-
ser handed or thrown from the lock
walls by the superintendent, or his as-
sistants, made fast on the vessel as re-
quested or directed, so that in cases of
emergency such line, cable, or hawser
may also be used to check the speed of
and stop the vessel.

(3) Operators of vessels less than 200
gross tons may use the floating moor-
ings in the large lock to fasten lines or
hawsers, but they shall not be used to
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check the way on any vessel greater
than 30 gross tons.

(4) Vessels less than 30 gross tons
may fasten lines to the floating moor-
ings in the large or small locks. All
persons shall keep off the floating
moorings at all times.

(6) No line shall be attached to any-
thing on or a part of the dam except
the fixtures provided for this purpose.

(6) Equipment of each craft shall in-
clude a sufficient bow line and stern
line.

(j) Mooring. When a craft is in posi-
tion in the lock, it shall be securely
fastened in a manner satisfactory to
the superintendent to prevent the craft
moving about while the lock is being
filled or emptied, and the lines, cables,
or hawsers used for this purpose shall
be attended as far as is necessary or re-
quired while the filling or empting is in
progress.

(k) [Reserved]

(1) Signals. (1) All craft desiring lock-
age shall, on approaching the locks,
signal by two long and two short blasts
of a whistle or other sound device. Two
long blasts from the lock in reply will
indicate a delayed opening and direct
the craft not to enter the lock.

(2) Lights are located at each end of
each lock and will normally show red.
No vessel shall come within 100 feet of
the outside of any gate when the signal
is red except when so directed by the
superintendent.

(3) Fireboats and craft owned by the
U.S. Government shall be given prompt
and preferential lockage when they
sound four long blasts.

(4) No vessel shall move into or out of
any lock until the controlling signal is
green. A green light in addition to
audio loud speakers, operated by the
superintendent or his assistants, will
direct craft through the locks.

(5) It shall be the duty of every mas-
ter or person in charge of any vessel to
ascertain by personal observation that
the lock gate is fully open before pro-
ceeding.

(m) Operating machinery. Lock em-
ployees only shall be permitted to op-
erate the lock gates, signals or other
appliances. No person shall deface or
injure any part of the Amelia Earhart
Dam, or any pier, wall or other struc-
ture or any mechanism connected
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therewith; nor shall any person, with-
out the consent of the superintendent,
make fast to the dam, guard, guide
wall, pier, or any appurtenance thereof
any vessel, scow, raft, or float.

(n) Vessel to carry regulations. A copy
of the regulations in this section shall
be kept at all times on board each ves-
sel regularly engaged in navigating the
locks. Copies may be obtained without
charge from the superintendent; the
Commonwealth of Massachusetts,
M.D.C. Parks Division, Boston, Mass.;
New England Division, Corps of Engi-
neers, Division Engineer, Waltham,
Mass.

[32 FR 8716, June 17, 1967, as amended at 56
FR 13764, Apr. 4, 1991]

§207.10 Charles River, Mass.; dam of
Charles River Basin Commission.

(a) The movements of all vessels or
boats in and near the lock shall be
under the direction of the super-
intendent in charge of these structures
and his assistants, whose orders and
signals shall be obeyed.

(b) Every vessel using the lock and
drawing more than 10 feet shall be ac-
curately and distinctly marked at the
bow and stern, showing the exact draft
of water at such portions of the vessel.

(c) All steam vessels desiring to pass
through the lock shall signal for the
same by two long and two short blasts
of the whistle.

(d)(1) All vessels passing through the
lock shall have their outboard spars, if
any, rigged in, and booms amidships,
and secured. All standing and running
rigging must be triced in to keep it
from blowing out and fouling the draw-
bridge. Every vessel of 200 tons and
under shall be provided with at least
two, and every vessel of more than 200
tons shall be provided with at least
four good and sufficient lines, cables,
or hawsers. Anchors shall either be
stowed or shall hang from hawse pipes,
hauled up close, clear of the water if
possible. Vessels with anchors under
foot or hanging from catheads will not
be permitted to enter the lock.

(2) All vessels must be sufficiently
manned and must have a sufficient
number of round and fore-and-aft fend-
ers to protect the lock from injury. All
heavy rope fenders must be securely
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lashed to prevent their falling into the
lock and interfering with the gates.

(e) All vessels approaching the lock
while any other vessel going in the op-
posite direction is in or about to enter
it shall be stopped where they will not
obstruct the free passage of such other
vessel.

(f) It shall be the duty of every mas-
ter or person in charge of any vessel
upon approaching the lock from the up-
stream end to ascertain by personal ob-
servation whether or not the upper
lock gate is open, and a vessel shall not
be permitted to come within 100 feet of
the upper lock gate until the gate has
been wholly withdrawn into its recess.

(g) All towboats, whether towing or
not, and other steam vessels of less
than 100 tons gross may enter the lock
under their own power and without
having lines out, but all other vessels,
including those which are accompanied
by towboats, must attach not less than
two good and sufficient lines, cables, or
hawsers to the bollards or other fix-
tures provided for the purpose to check
the speed of the vessel and to stop it as
soon as it has gone far enough to per-
mit the lock gate behind it to be
closed, and each line, cable, or hawser
shall be attended on board while pass-
ing into the lock by one or more of the
vessel’s crew. Where vessels are so long
that in order to get them wholly with-
in the lock it is necessary to approach
within 150 feet of the lock gate ahead,
the speed of the vessel must be slow
and fully under control by the lines,
cables, or hawsers. Steam vessels of
more than 100 tons gross, not including
towboats, will not be permitted to turn
their propellers on entering the lock
after the bow of the vessel has entered,
but will be drawn in by means of cap-
stans on the lock walls or otherwise,
and their speed must be checked and
the vessel stopped by lines, cables, or
hawsers as in other cases. All steam
vessels may leave the lock under their
own power. The master or person in
charge of a vessel shall arrange to have
any line, cable, or hawser handed or
thrown from the lock walls by the su-
perintendent or his assistants, made
fast on the vessel as requested or di-
rected, so that in cases of emergency
such line, cable, or hawser may also be
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used to check the speed of and stop the
vessel.

(h) When a vessel is in position in the
lock it shall be securely fastened in a
manner satisfactory to the super-
intendent, or his assistant in charge of
the lock at the time, to prevent the
vessel from moving about while the
lock is being filled or emptied, and the
lines, cables, and hawsers used for this
purpose shall be attended as far as is
necessary or required while the filling
or emptying is in progress.

(i) No vessel which has iron or irons
projecting from it or lumber or other
cargo projecting over its sides shall
enter the lock, except at such time and
with such precautions to prevent dam-
age to the lock or its appurtenances as
the superintendent, or the assistant in
charge of the lock at the time, may re-
quire.

(j) All persons, whether in charge of
vessels or not, are prohibited from will-
fully or carelessly damaging the lock,
any of its appurtenances or the
grounds adjacent thereto, and from
throwing any material of any kind into
the lock. No line shall be attached to
anything except the bollards and other
fixtures provided for the purpose.

(k) Upon each passage through the
lock, the master or clerk of a vessel
shall make a statement of the kind and
tonnage of the freight carried.

(1) No person shall cause or permit
any vessel or boat of which he is in
charge to remain in the lock or its ap-
proaches for a longer time than is nec-
essary for the passage of the lock, un-
less he is especially permitted to do so
by the superintendent or the assistant
in charge of the lock at the time, and
if such vessel or boat is, in the opinion
of such superintendent or assistant, in
a position to obstruct navigation it
shall be removed at once as requested
or directed by such superintendent or
assistant.

(m) All registered merchant vessels
shall pass through the lock in the order
directed by the superintendent or the
assistant in charge of the lock at the
time. Unregistered craft will not be al-
lowed to pass through the lock sepa-
rately unless especially permitted by
such superintendent or assistant.

(n) The lock shall be operated
promptly for the passage of all vessels
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upon signal excepting only in such
cases as are specifically provided for in
this section.

[Regs., May 6, 1909]

§207.20 Cape Cod Canal, Mass.; use,
administration, and navigation.

(a) Limit of Canal. The canal, includ-
ing approaches, extends from the Canal
Station Minus 100 in Cape Cod Bay, ap-
proximately one and six-tenths (1.6)
statute miles seaward of the Canal
Breakwater Light, through dredged
channels and land cuts to Cleveland
Ledge Light in Buzzards Bay approxi-
mately four (4) statute miles southwest
of Wings Neck.

(b) Supervision. (1) The movement of
ships, boats and craft of every descrip-
tion through the canal and the oper-
ation and maintenance of the water-
way and all property of the United
States pertaining thereto shall be
under the supervision of the Division
Engineer, U.S. Army Engineer Divi-
sion, New England, Corps of Engineers,
Waltham, Massachusetts, or the au-
thorized representative of the division
engineer, the Engineer-In-Charge of the
Cape Cod Canal. The division engineer
or the Engineer-In-Charge from time to
time will prescribe rules governing the
dimensions of vessels which may tran-
sit the waterway, and other special
conditions and requirements which will
govern the movement of vessels using
the waterway.

(2) The Engineer-In-Charge, through
the marine traffic controller on duty,
will enforce these regulations and mon-
itor traffic through the canal. The ma-
rine traffic controller on duty is the in-
dividual responsible for interpretation
of these regulations with respect to
vessels transiting the canal. Vessels
transiting the canal must obey the or-
ders of the marine traffic controller.

(3) The government has tugs sta-
tioned at the West Boat Basin for
emergency use on an on-call basis. A
patrol vessel is manned and oper-
ational 24-hours a day.

(c) Communications. There is a marine
traffic controller on duty 24 hours a
day, seven days a week, in the traffic
control center located at the Canal Ad-
ministrative Office. The primary meth-
od of communications between the
canal and vessels transiting will be by
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VHF-FM Marine radio. The traffic con-
troller can also be contacted by tele-
phone.

(1) For radio communications, call
the traffic controller on channel 16 to
establish contact. The transmissions
will then be switched to channel 12 or
14 as the working channel to pass infor-
mation. Channel 13 is also available at
the canal office; however, the use of
channel 13 should be limited to emer-
gency situations or whenever vessels
do not have one of the other channels.
All four channels are monitored con-
tinuously by the traffic controller.
Radio discipline will be adhered to in
accordance with FCC rules and regula-
tions.

(2) For telephone communications
with the traffic controller, call (617)
759-4431.

(3) Vessels shall maintain a radio
guard on Marine VHF-FM channel 13
during the entire passage through the
canal.

(4) All radio communications in the
vicinity of the canal are tape recorded
for future reference.

(d) Vessels allowed passage. The canal
is open for passage to all adequately
powered vessels properly equipped and
seaworthy, of sizes consistent with safe
navigation as governed by the control-
ling depths and widths of the channel
and the vertical and horizontal clear-
ances of the bridges over the waterway.
The granting of permission for any ves-
sel to proceed through the waterway
shall not relieve the owners, agents
and operators of full responsibility for
its safe passage. No vessel having a
greater draft forward than aft will be
allowed to transit the canal. Craft of
low power and wind driven are required
to have and use auxiliary power during
passage throughout the canal as de-
fined in paragraph (a) of this section.
Low powered vessels will be required to
await slack water or favorable current
for canal transit.

(e) Tows. (1) Tows shall be made-up
outside the canal entrances. All vessels
engaged in towing other vessels not
equipped with a rudder shall use two
lines or a bridle and one tow line. If the
vessel in tow is equipped with a rudder
or a ship shaped bow, one tow line may
be used. All tow lines of hawsers must
be hauled as short as practicable for
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safe handling of the tows. No towboat
will be allowed to enter the waterway
with more than two barges in tow un-
less prior approval is granted by the
Engineer-In-Charge; requests must be
submitted 12 hours in advance of the
passage.

(2) The maximum length of pontoon
rafts using the canal will be limited to
600 feet, and the maximum width to 100
feet. Pontoon rafts exceeding 200 feet
in length will be required to have an
additional tug on the stern to insure
that the tow is kept in line. The tugs
used must have sufficient power to
handle the raft safely.

(3) Dead ships are required to transit
the canal during daylight hours and
must be provided with the number of
tugs sufficient to afford safe passage
through the canal. (A dead ship will
not be allowed to enter the canal un-
less prior approval is granted by the
Engineer-In-Charge; requests must be
submitted 12 hours in advance of the
passage).

(f) Dangerous cargoes. The master or
pilot of any vessel or tow carrying dan-
gerous cargoes must notify the Marine
Traffic Controller prior to entering the
canal. Dangerous cargoes are defined as
those items listed in 33 CFR 126.10
when carried in bulk (i.e., quantities
exceeding 110 U.S. gallons in one tank)
plus Class A explosives (commercial or
military) as listed in 49 CFR 173.53
(commercial) and 46 CFR 146.29-100
(military), liquified natural gas and
liquified petroleum gas. Transpor-
tation of dangerous cargoes through
the canal shall be in strict accordance
with existing regulations prescribed by
law. In addition, vessels carrying dan-
gerous cargoes shall comply with the
following requirements.

(1) They must have sufficient horse-
power to overcome tidal currents or
they will be required to wait for favor-
able current conditions.

(2) Transits will be during daylight
hours.

(3) No transit will be permitted when
visibility conditions are unstable or
less than 2 miles at the approaches and
throughout the entire length of the
canal.

(4) Transits must await a clear canal
for passage.
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(g) Obtaining clearance. (1) Vessels
under 65 feet in length may enter the
canal without obtaining clearance. All
craft are required to make a complete
passage through the canal except ex-
cursion craft which may operate and
change direction within the canal in
accordance with procedures coordi-
nated with the marine traffic con-
troller on duty. When the railroad
bridge span is in the closed (down) posi-
tion, all vessels are directed not to pro-
ceed beyond the points designated by
stop signs posted east and west of the
railroad bridge. Vessels proceeding
with a fair tide (with the current)
should turn and stem the current at
the designated stop points until the
railroad bridge is in the raised (open)
position.

(2) Vessels 65 feet in length and over
shall not enter the canal until clear-
ance has been obtained from the ma-
rine traffic controller by radio. See
paragraph (c) ‘‘Communications” for
procedures. If a vessel, granted prior
clearance, is delayed or stops at the
mooring basins, state pier, or the Sand-
wich bulkhead, a second clearance
must be obtained prior to continuing
passage through the canal.

(38) Vessels will be given clearance in
the order of arrival, except when condi-
tions warrant one-way traffic, or for
any reason an order of priority is nec-
essary, clearance will be granted in the
following order.

(i) First—To vessels owned or oper-
ated by the United States, including

contractors’ equipment employed on
canal maintenance or improvement
work.

(ii) Second—To passenger vessels.

(iii) Third—To tankers and barges
docking and undocking at the Canal
Electric Terminal.

(iv) Fourth—To merchant vessels,
towboats, commercial fishing vessels,
pleasure boats and miscellaneous craft.

(4) Procedures in adverse weather:
Vessels carrying flammable or combus-
tible cargoes as defined in 46 CFR 30.25
will be restricted from passage through
the canal when visibility is less than %
mile. Other vessels may transit the
canal in thick weather by use of radar
with the understanding that the U.S.
Government will assume no responsi-
bility: And provided, That clearance has
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been obtained from the marine traffic
controller.

(h) Traffic lights. There are three sets
of traffic lights showing red, green, and
yellow that are operated on a contin-
uous basis at the canal. The traffic
lights apply to all vessels 65 feet in
length and over. The traffic lights are
a secondary system that is operated in
support of the radio communications
system. The traffic lights are located
at the easterly canal entrance, Sand-
wich, and at the westerly entrance to
Hog Island Channel at Wings Neck. A
third traffic light is located at the
Canal Electric Terminal basin on the
south side of the canal in Sandwich,
and applies only to vessels arriving and
departing that terminal.

(1) Westbound traffic. When the green
light is on at the eastern (Cape Cod
Bay) entrance, vessels may proceed
westward through the canal. When the
red light is on, any type of vessel 65
feet in length and over must stop clear
of the Cape Cod Bay entrance channel.
When the yellow light is on, vessels 65
feet in length and over and drawing
less than 25 feet may proceed as far as
the East Mooring Basin where they
must stop. Prior to continuing passage
through the canal, clearance must be
obtained from the marine traffic con-
troller.

(2) Eastbound traffic. When the green
light is on at Wings Neck, vessels may
proceed eastward through the canal.
When the red light is on, vessels 65 feet
and over in length and drawing less
than 25 feet must keep southerly of
Hog Island Channel Entrance Buoys
Nos. 1 and 2 and utilize the general an-
chorage areas adjacent to the improved
channel. Vessel traffic drawing 25 feet
and over are directed not to enter the
canal channel at the Cleveland Ledge
Light entrance and shall lay to or an-
chor in the vicinity of Buzzards Bay
Buoy No. 11 (FLW & Bell) until clear-
ance is granted by the canal marine
traffic controller or a green traffic
light at Wings Neck is displayed. When
the yellow light is on, vessels may pro-
ceed through Hog Island Channel as far
as the West Mooring Basin where they
must stop. Prior to continuing passage
through the canal, clearance must be
obtained from the marine traffic con-
troller.
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(i) Railroad Bridge Signals. The fol-
lowing signals at the Buzzards Bay
Railroad Bridge will be given strict at-
tention.

(1) The vertical lift span on the rail-
road bridge is normally kept in the
raised (open) position except when it is
lowered for the passage of trains, or for
maintenance purposes. Immediately
preceding the lowering of the span, the
operator will sound two long blasts of
an air horn. Immediately preceding the
raising of the span, the operator will
sound one long blast of an air horn.
When a vessel or craft of any type is
approaching the bridge with the span
in the down (closed) position and the
span cannot be raised immediately, the
operator of the bridge will so indicate
by sounding danger signals of four
short blasts in quick succession.

(2) When the lift span is in the down
(closed) position in foggy weather or
when visibility is obscured by vapor,
there will be four short blasts sounded
from the bridge every two minutes.

(j) Speed. All vessels are directed to
pass mooring and boat basin facilities,
the state pier, and all floating plant
engaged in maintenance operations of
the waterway at a minimum speed con-
sistent with safe navigation. In order
to coordinate scheduled rail traffic
with the passage of vessels, to mini-
mize erosion of the canal banks and
dikes from excessive wave wash and
suction, and for the safety of vessels
using the canal, the following speed
regulations must be observed by ves-
sels of all types, including pleasure
craft. The minimum running time for
the land cut between the East Mooring
Basin (Station 35) and the Administra-
tion Office in Buzzards Bay (Station
388) is prescribed as follows:

Head Tide—60 Minutes
Fair Tide—30 Minutes
Slack Tide—45 Minutes

The minimun running time between
the Administration Office (Station 388)
and Hog Island Channel westerly en-
trance Buoy No. 1 (Station 661) is pre-
scribed as follows:

Head Tide—46 Minutes
Fair Tide—23 Minutes
Slack Tide—35 Minutes

The running time at slack water will
apply to any vessel which enters that
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portion of the canal between stations
35 and 661, within the period of one-half
hour before or after the predicted time
of slack water as given in the National
Ocean Survey publication ‘‘Current Ta-
bles, Atlantic Coast, North America.”
The minimum running time during a
head tide or a fair tide shall apply to
any vessel which enters that portion of
the canal between Station 35 and 661 at
any time other than designated above
for time requirements at slack tide.
Vessels of any kind unable to make a
through transit of the land cut portion
of the canal against a head current of
6.0 knots within a maximum time limit
of 2 hours 30 minutes shall be required
to obtain the assistance of a helper tug
at the vessel owner’s expense or await
favorable tide conditions prior to re-
ceiving clearance from the marine traf-
fic controller. In the event vessels
within the confines of the canal fail to
perform and are unable to make suffi-
cient headway against the currents,
the marine traffic controller may acti-
vate a helper tug in accordance with
paragraph (k) of this section.

(k) Management of vessels. (1) Vessels
within the limits of the canal shall
comply with applicable navigation
rules.

(2) Vessels within the limits of the
canal shall comply with the applicable
requirements for the use of pilots es-
tablished by the Coast Guard, includ-
ing but not limited to those contained
in 46 CFR 157.20-40. Vessels will not be
granted clearance to enter the canal
until the marine traffic controller has
been notified of the name of the pilot
who will be handling the vessel.

(3) The master of a vessel will be re-
sponsible for notifying the marine traf-
fic controller as soon as an emergency
situation appears to be developing.
When in the opinion of the marine traf-
fic controller an emergency exists, he/
she can require the master to accept
the assistance of a helper vessel.
Whether or not assistance is provided
by a government vessel or by a private
firm under contract to the government,
the government reserves the right to
seek compensation from the vessel
owners for all costs incurred.

(4) Right-of-Way: All vessels pro-
ceeding with the current shall have the
right-of-way over those proceeding
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against the current. All craft up to 65
feet in length shall be operated so as
not to interfere with the navigation of
vessels of greater length.

(5) Passing of vessels: The passing of
one vessel by another when proceeding
in the same direction is prohibited ex-
cept when a leading low powered ship is
unable to make sufficient headway.
However, extreme caution must be ob-
served to avoid collision, and consider-
ation must be given to the size of the
ship to be overtaken, velocity of cur-
rent and wind, and atmospheric condi-
tions. Masters of vessels involved shall
inform the marine traffic controller on
duty of developing situations to facili-
tate coordination of vessel movement.
Meeting or passing of vessels at the
easterly end of the canal between Sta-
tion Minus 40 and Station 60 will not be
permitted, except in cases of extreme
emergency, in order to allow vessels to
utilize the center line range to mini-
mize the effects of hazardous eddies
and currents. Due to bank suction and
tidal set, meeting and passing of ves-
sels at the following locations will be
avoided:

(i) Sagamore Bridge.

(ii) Bourne Bridge.

(iii) Railroad Bridge.

(iv) Mass Maritime Academy.

(6) Unnecessary delay in canal: Ves-
sels and other type crafts must not ob-
struct navigation by unnecessarily
idling at low speed when entering or
passing through the canal.

(7) Stopping in the waterway: An-
choring in the Cape Cod Canal Channel
is prohibited except in emergencies.
For the safety of canal operations it is
mandatory that the masters of all ves-
sels anchoring in or adjacent to the
canal channel (Cape Cod Bay to Cleve-
land Ledge Light) for any reason, im-
mediately notify the marine traffic
controller.

(8) Utilization of mooring and boat
basins and the Sandwich Bulkhead:
Vessels mooring or anchoring in the
mooring or boat basins at the Sand-
wich bulkhead must do so in a manner
not to obstruct or impede vessel move-
ments to and from facilities. These fa-
cilities are of limited capacity and per-
mission to occupy them for periods ex-
ceeding 24 hours must be obtained in
advance from the marine traffic con-

34

33 CFR Ch. Il (7-1-15 Edition)

troller. Mooring in the West Boat
Basin at Buzzards Bay, near the rail-
road bridge, is not permitted except in
an emergency. Fishing boats, yachts,
cabin cruisers and other craft utilizing
the East Boat Basin on the south side
of the canal at Sandwich, Massachu-
setts are not permitted to tie up at the
Corps of Engineers landing float or an-
chor in a manner to prevent canal
floating plant from having ready access
to the float. All vessels or barges left
unattended must be securely tied with
adequate lines or cables. The United
States assumes no liability for dam-
ages which may be sustained by any
craft using the bulkhead at Sandwich
or the canal mooring or boat basin fa-
cilities. Vessels shall not be left unat-
tended along the face of the govern-
ment bulkhead. A responsible person
with authority to authorize and/or ac-
complish vessel movement must re-
main onboard at all times.

(1) Grounded, wrecked or damaged ves-
sels. In the event a vessel is grounded,
or so damaged by accident as to render
it likely to become an obstruction and/
or hazard to navigation in the water-
way, the division engineer or the divi-
sion engineer’s authorized representa-
tive shall supervise and direct all oper-
ations that may be necessary to re-
move the vessel to a safe locality.

(m) [Reserved]

(n) Deposit of refuse. No o0il or other
allied liquids, ashes, or materials of
any kind shall be thrown, pumped or
swept into the canal or its approaches
from any vessel or craft using the wa-
terway, nor shall any refuse be depos-
ited on canal grounds, marine struc-
tures, or facilities.

(o) Trespass to property. Subject to
the provisions of paragraph (q) of this
section trespass upon the canal prop-
erty is prohibited.

(p) Bridges over the canal. The govern-
ment owns, operates and maintains all
bridges across the canal which include
one railroad bridge and two highway
bridges. The division engineer or his/
her authorized representative may es-
tablish rules and regulations governing
the use of these bridges.

(a) Recreational use of canal—(1) Pol-
icy. (i) It is the policy of the Secretary
of the Army acting through the Chief
of Engineers to provide the public with
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safe and healthful recreational oppor-
tunities within all water resource de-
velopment projects administered by
the Chief of Engineers, including the
canal and government lands part there-
of. Any recreational use of the canal
and those lands shall be at the users
own risk.

(ii) All water resource development
projects open for recreational use shall
be available to the public without re-
gard to sex, race, creed, color or na-
tional origin. No lessee, licensee, or
concessionaire providing a service to
the public shall discriminate against
any person or persons because of sex,
race, creed, color or national origin in
the conduct of operations under the
lease, license or concession contract.

(2) Motor vehicles. Operation of motor
vehicles, motorcycles, minibikes,
mopeds, motorbikes, snowmobiles, and
all types of off-road vehicles is prohib-
ited on government lands and service
roads except in areas specifically des-
ignated for such operation.

(3) Swimming. Swimming, skin diving,
snorkling, and scuba diving in the
canal between the east entrance in
Cape Cod Bay and the west entrance at
Cleveland Ledge Light are prohibited.
Diving operations may be authorized
by the Engineer-In-Charge in conjunc-
tion with operation and maintenance
of the canal.

(4) Camping. Overnight tenting or
camping on governmment land is pro-
hibited except in areas designated by
the division engineer. Bourne Scenic
Park and Scusset Beach State Reserva-
tion are designated camping areas. Per-
sons asleep during hours of darkness in
or out of vehicles shall be considered as
campers.

(5) Fishing. Persons may fish with rod
and line from the banks of the canal on
Federally owned property except areas
designated by the division engineer.
Fishing and lobstering by boat in the
Cape Cod Canal between the east en-
trance in Cape Cod Bay and the west
entrance at Cleveland Ledge Light are
prohibited. Fishing by boat is per-
mitted in the area west of the State
Pier in Buzzards Bay, provided that all
craft stay out of the channel defined by
U.S. Coast Guard buoys and beacons.
Fish and game laws of the United
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States and the Commonwealth of Mas-
sachusetts will be enforced.

(6) Hunting. Hunting is permitted in
accordance with game laws of the
United States and the Commonwealth
of Massachusetts.

(7) Fires. No open fires will be allowed
at any time except by special permis-
sion and then shall be continuously
overseen and in compliance with state
or town laws.

(8) Control of animals and pets. (i) No
person shall bring or have horses in
camping, picnic, swimming beaches or
developed recreation areas.

(ii) No person shall bring dogs (except
seeing eye dogs), cats, or other pets
into developed recreation areas unless
penned, caged, or on a leash no longer
than six feet or otherwise under phys-
ical restrictive controls at all time.

(9) Restrictions. (i) The division engi-
neer may establish a reasonable sched-
ule of visiting hours for all or portions
of the project area and close or restrict
the public use of all or any portion of
the project by the posting of appro-
priate signs indicating the extent and
scope of closure. All persons shall ob-
serve such posted restrictions.

(ii) The operation or use of any audio
or other noise producing device includ-
ing, but not limited to, communica-
tions media and vehicles in such a
manner as to unreasonably annoy, en-
danger persons or affect vessel traffic
through the canal is prohibited.

(10) Explosives, firearms, other weapons
and fireworks. (i) The possession of
loaded firearms, ammunition, projec-
tile firing devices, bows and arrows,
crossbows, and explosives of any kind
is prohibited unless in the possession of
a law enforcement officer or Govern-
ment employee on official duty or used
for hunting during the hunting season
as permitted under paragraph (q)(6) of
this section, or unless written permis-
sion has been received from the divi-
sion engineer.

(ii) The possession or use of fireworks
is prohibited unless written permission
has been received from the division en-
gineer.

(11) Public property. Destruction, in-
jury, defacement or removal of public
property including natural formations,
historical and archeological features
and vegetative growth is prohibited
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without written permission of the divi-
sion engineer.

(12) Abandonment of personal property.
(i) Abandonment of personal property
is prohibited. Personal property shall
not be left unattended upon the lands
or waters of the project except in ac-
cordance with this regulation. After a
period of 24 hours, abandoned or unat-
tended personal property shall be im-
pounded and stored at a storage point
designated by the division engineer.
The division engineer shall assess a
reasonable impoundment fee, which
shall be paid before the impounded
property is returned to its owners.

(ii) The division engineer shall, by
public or private sales or otherwise,
dispose of all lost, abandoned, or un-
claimed personal property that comes
into his/her custody or control. How-
ever, efforts should be made to find the
owner, the owner’s heirs or next of kin,
or legal representatives. If the owner,
heirs or next of kin, or legal represent-
ative is determined but not found, the
property may not be disposed of until
the expiration of 120 days after the
date when notice, giving the time and
place of the intended sale or other dis-
position, has been sent by certified or
registered mail to that person at last
known address. When diligent effort to
determine the owner, owner’s heirs or
next of kin, or legal representative is
unsuccessful, the property may be dis-
posed of without delay, except that if it
has a fair market value of $25 or more
the property generally may not be dis-
posed of until three months after the
date it is received at the Cape Cod
Canal Administrative Office. The net
proceeds from the sale of property shall
be placed into the Treasury of the
United States as miscellaneous re-
ceipts.

(13) Lost and found articles. All aban-
doned/lost articles shall be deposited
by the finder at the Canal Administra-
tion office or with Canal ranger. The
finder shall leave his/her name, ad-
dress, and phone number. All lost arti-
cles shall be disposed of in accordance
with procedures set forth in paragraph
(a)(12) of this section.

(14) Advertisement. Advertising by the
use of billboards, signs, markers, audio
devices or any other means whatever is
prohibited unless written permission
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has been received from the division en-
gineer.

(15) Commercial activities. The engag-
ing in or solicitation of business with-
out the written permission of the divi-
sion engineer is prohibited.

(16) Unauthoriced structures. The con-
struction or placing of any structure of
any Kkind under, upon or over the
project lands or water is prohibited un-
less a permit has been issued by the di-
vision engineer. Structures not under
permit are subject to summary re-
moval by the division engineer.

(17) Special events. Prior approval
must be obtained from the Engineer-In-
Charge for special events, recreational
programs and group activities. The
public shall not be charged any fee by
the sponsor of such event unless the di-
vision engineer has approved in writing
the proposed schedule of fees.

(18) Interference with government em-
ployees. Interference with any govern-
ment employee in the conduct of offi-
cial duties pertaining to the adminis-
tration of these regulations is prohib-
ited.

[45 FR 51552, Aug. 4, 1980; 45 FR 60430, Sept.
12, 1980, as amended at 56 FR 13765, Apr. 4,
1991]

§207.50 Hudson River Lock at Troy,
N.Y.; navigation.

(a) Authority of lockmaster. The
lockmaster shall be charged with the
immediate control and management of
the lock, and of the area set aside as
the lock area, including the lock ap-
proach channels. He shall see that all
laws, rules and regulations for the use
of the lock and lock area are duly com-
plied with, to which end he is author-
ized to give all necessary orders and di-
rections in accordance therewith, both
to employees of the Government and to
any and every person within the limits
of the lock or lock area, whether navi-
gating the lock or not. No one shall
cause any movement of any vessel,
boat, or other floating thing in the
lock or approaches except by or under
the direction of the lockmaster or his
assistants.

(b) Signals. Steamboats or tows desir-
ing lockage in either direction shall
give notice to the lock tenders, when
not more than three-fourths mile from
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the lock, by one long blast of (10 sec-
onds’ duration), followed by one short
blast (of three seconds’ duration), or a
whistle or horn. When the lock is ready
for entrance a green light will be
shown from the river wall. An amber
light will indicate that the lock is
being made ready for entrance. A red
light will indicate that the approach-
ing vessel must wait. Whenever local
conditions make it advisable the visual
signals will be supplemented by sound
signals as follows:

(1) One long blast of a horn to indi-
cate that the vessel must wait.

(2) One short blast of a horn to indi-
cate that the lock is being made ready
for entrance.

(3) Two short blasts of a horn to indi-
cate permission to enter the lock.

(4) Four short and rapid blasts to at-
tract attention, indicate caution, and
signal danger.

(c) Draft of boats. Deep-draft boats
must clear the miter sills by at least 3
inches. Boats drawing too much water
will not be allowed to lighter cargo in
the entrances.

(d) Precedence at the lock. The vessel
arriving first at the lock shall be first
to lock through; but precedence shall
be given to vessels belonging to the
United States and to commercial ves-
sels in the order named. Arrival posts
or markers may be established ashore
above or below the lock. Vessels arriv-
ing at or opposite such posts or mark-
ers will be considered as having arrived
at the lock within the meaning of this
paragraph. If the traffic is crowded in
both directions; up and down lockages
will usually be made alternately, but
the lock tender may permit two or
more lockages to be made at one time
in the same direction when this will
not cause unreasonable delay. In case
two or more boats or tows are to enter
for the same lockage, they shall enter
as directed by the lock tender. No boat
shall run ahead of another while in the
lock. The boat that enters first shall
leave first.

(e) Lockage of pleasure boats. The
lockage of pleasure boats, house boats
or like craft shall be expedited by lock-
ing them through with commercial
craft (other than barges carrying gaso-
line or highly hazardous materials) in
order to utilize the capacity of the lock
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to its maximum. Lockage of pleasure
craft may be made with commercial
craft carrying petroleum products
other than gasoline, provided a clear
distance of at least 100 feet between
such vessels can be maintained in the
lock. If, after the arrival of such craft,
no separate or combined lockage can
be accomplished within a reasonable
time, not to exceed the time required
for three other lockages, then separate
lockage shall be made.

(f) Stations while waiting. Boats wait-
ing their turn to enter the lock must
lie at a sufficient distance from the
lock and in such a position as to leave
sufficient room for the passage of boats
leaving the lock.

(g) Unnecessary delay. (1) Boats must
not cause delay in entering or leaving
the lock. Masters and pilots will be
held to a strict accountability in this
matter, and those with tows must pro-
vide enough men to move barges
promptly. Boats failing to enter the
lock with reasonable promptness after
being signaled will lose their turn.

(2) Tugboats arriving with their tows
in a condition which will delay locking
shall lose their turn if so ordered by
the lock tender. Leaking boats may be
excluded until put in shape to be
passed through safely.

(h) Mooring. Boats in the lock or
waiting in the entrance shall be
moored where directed by the lock ten-
der, by bow, stern, and spring lines, to
the snubbing posts or line hooks. Tying
boats to the lock ladders is strictly
prohibited.

(i) Protection of lock gates. Boats will
not be permitted to enter or leave the
lock until the lock gates are at rest in
the gate recesses and the lock tender
has directed the boat to start.

(j) Damage to walls, etc. All craft pass-
ing through the lock must be free from
projections or sharp corners which
might scar the walls or injure other
parts. Steamboats must be provided
with suitable fenders, etc. One man
shall be kept at the head of every tow
till it has cleared the lock and guide
walls, and shall use the fender to pre-
vent scarring the walls.

(k) Handling machinery. None but em-
ployees of the United States will be al-
lowed to move any valve, gate, or other
machinery belonging to the lock.
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(1) Refuse in lock. Throwing ashes,
refuse, or other obstruction in the en-
trances or in the lock, or on the walls
thereof, and passing coal from flats or
barges to a steamboat while in the lock
is prohibited.

(m) [Reserved]

(n) Trespass on U.S. property. Trespass
on U.S. property, or willful injury to
the banks, masonry, fences, trees,
houses, machinery, or other property
of the United States at or near the lock
is strictly prohibited.

(0) Penalties. In addition to the pen-
alties prescribed by law, boats which
fail to comply with the regulations in
this section will thereafter be refused
lockage until assurances have been re-
ceived, satisfactory to the District En-
gineer, Corps of Engineers, New York,
New York, that the regulations will be
complied with.

[Regs., Mar. 24, 1916, as amended at 16 FR
7210, July 24, 1951; 26 FR 352, Jan. 18, 1961; 56
FR 13765, Apr. 4, 1991]

§207.60 Federal Dam, Hudson River,
Troy, N.Y.; pool level.

(a) Whenever the elevation of the
pool created by the Federal dam at
Troy, N.Y., shall fall to a point level
with the crest of the main spillway, the
elevation of which is +14.33 feet mean
sea level, the operation of the power
plant shall cease and further operation
thereof shall be suspended until such
time as the water level rises to or
above +14.43 feet mean sea level.

(b) Flashboards may be maintained
on the section of the spillway of the
dam having an elevation of +14.33 feet
mean sea level in order to increase the
elevation of this section to an ele-
vation equal to that of the auxiliary
spillway, or +16.33 feet mean sea level:
Provided, That the flashboards are so
erected as to drop automatically when
the pool level rises to an elevation of
+18.5 feet mean sea level, and conform
in other respects to the plans attached
thereto.

(c) The tide staff to be used in deter-
mining the elevation of the pool shall
be the ceramic tide staff now located
on the westerly face of the east lock
wall north of the northerly gates, the
zero of which is set 2 feet below mean
sea level.
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(d) The regulations of the pool level
and the maintenance of flashboards
shall be subject to the supervision and
approval of the District Engineer, New
York City.

[Regs., Dec. 2, 1924, as amended at 25 FR 8907,
Sept. 16, 1960]

§207.100 Inland waterway from Dela-
ware River to Chesapeake Bay, Del.
and Md. (Chesapeake and Delaware
Canal); use, administration, and
navigation.

(a) Applicability. The regulations in
this section are applicable to that part
of the inland waterway from Delaware
River to Chesapeake Bay, Del. and Md.,
between Reedy Point, Delaware River,
and Old Town Point Wharf, Elk River.

(b) Supervision. The District Engi-
neer, Corps of Engineers, Philadelphia,
Pa., has administrative supervision
over the waterway and is charged with
the enforcement of these regulations.
The District Engineer from time to
time will prescribe rules governing the
dimensions of vessels which may tran-
sit the waterway, and other special
conditions and requirements which will
govern the movement of vessels using
the waterway. The District Engineer’s
representative is the Chesapeake City
Resident Engineer. The Chesapeake
City Resident Engineer through the
dispatcher on duty will enforce these
regulations and monitor traffic
through the canal.

(c) Safe navigation required. Clearance
for any vessel to enter or pass through
any part of the waterway will be con-
tingent on the vessel’s having adequate
personnel, machinery, and operative
devices for safe navigation. In the
event of question as to the ability of
any vessel to navigate the waterway
safely, a ruling will be made by the dis-
patcher. The owner, agent, master,
pilot, or other person in charge of the
vessel concerned may appeal the dis-
patcher’s ruling to the District Engi-
neer whose decision shall be final. A
clearance by the dispatcher for a ves-
sel’s passage through the waterway
shall not relieve the owners, agents,
and operators of the vessel of full re-
sponsibility for its safe passage.

(d) Radio equipment. Requirements for
radio equipment on vessels transiting
the waterway are as described in rules
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governing traffic through the water-
way issued by the District Engineer.
Vessels not having the mandatory
radio equipment will not be permitted
to transit the canal.

(e) Anchorage and wharfage facilities.
The anchorage basin at Chesapeake
City and free wharfage facilities on the
west side of the anchorage basin are
available for small vessels only. These
facilities are of limited capacity, and
permission to occupy them for periods
exceeding 24 hours must be obtained in
advance from the dispatcher at Chesa-
peake City.

(f) Projections from vessels. No vessel
carrying a deck load which overhangs
or projects beyond the sides of the ves-
sel will be permitted to enter or pass
through the waterway. Vessels car-
rying rods, poles, or other gear extend-
ing above the top of the vessel’s mast
will be required to lower such equip-
ment to a level with the top of the
mast before entering the waterway.

(g) [Reserved]

(h) Tows—(1) Integrated pusher-type
tows. The maximum overall length and
extreme breadth of this type of tow
which may transit the canal are as de-
scribed in rules governing traffic
through the waterway issued by the
District Engineer.

(2) All other types of tows. All ships or
tugs engaged in towing vessels not
equipped with a rudder, whether light
or loaded, shall use two towlines or a
bridle on one towline. If the vessel in
tow is equipped with a rudder, one tow-
line without a bridle may be used. All
towlines must be hauled as short as
practicable for safe handling of the
tows. No towboat will be permitted to
enter the waterway with more than
two loaded, or three light barges. Two
or more barges or other vessels, not
self-propelled, shall be towed abreast
and not in tandem, using two towlines
unless the towboat is made fast along-
side the tow.

(i) [Reserved]

(j) Traffic lights. Traffic lights are lo-
cated at Reedy Point and Old Town
Point Wharf. These traffic lights are
described in the rules governing traffic
through the waterway issued by the
District Engineer.

(k) Drawbridges. Operation of the
Penn Central vertical lift bridge across
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the canal will be in accordance with
regulations promulgated by the U.S.
Coast Guard, §117.23ba Chesapeake and
Delaware Canal, Del., of this chapter.

(1) [Reserved]

(m) Refuse and oil. The depositing of
trash, refuse, debris, oil, or other mate-
rial in the waterway or upon the banks
or right-of-way is prohibited. Violators
are subject to penalties as prescribed
by Federal law.

(n) Damage to waterway property.
Damage to the waterway, lands, banks,
bridges, jetties, piers, fences, buildings,
trees, telephone lines, lighting struc-
tures, or any other property of the
United States pertaining to the water-
way is prohibited.

(o) Fish and game. The fish and game
laws of the United States and of the
States of Delaware and Maryland,
within their respective bounds, will be
enforced upon the waters and lands
pertaining to the waterway owned by
the United States.

(p) Grounded, wrecked, or damaged ves-
sels. In the event a vessel is grounded
or wrecked in the waterway or is dam-
aged by accident or successive mechan-
ical breakdown, the owner, agent, or
operator shall take prompt action to
prevent the vessel from becoming or
remaining an obstruction to naviga-
tion, and such persons shall also re-
spond to such instructions as may be
issued by the District Engineer to pre-
vent the vessel from becoming or re-
maining a menace to navigation. The
lack of reasonable response from
owner, agent, or operator may be
deemed sufficient cause for the District
Engineer to undertake repair or re-
moval of the vessel as he may deter-
mine to be in the best interest to the
Government.

(q)-(s) [Reserved]

(t) Pilotage. Any pilot who pilots in
the canal shall comply with State laws
or Coast Guard regulations and must
be licensed for this waterway by the
U.S. Coast Guard.

(u) Vessels difficult to handle. Vessels
which are observed by the pilot or mas-
ter in charge, to be difficult to handle,
or which are known to have handled
badly on previous trips, must transit
the canal during daylight hours and
must have tug assistance. Such vessels
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must obtain permission from the dis-
patcher to enter the canal and must be
provided with the number of tugs suffi-
cient to afford safe passage. Agents
must make their own arrangements for
tug assistance. Such eastbound vessels
must clear Reedy Point Bridge, and
such westbound vessels the Chesapeake
City Bridge, before dark.

[37 FR 9670, May 16, 1972, as amended at 42
FR 57961, Nov. 7, 1977; 56 FR 13765, Apr. 4,
1991]

§207.160 All waterways tributary to
the Atlantic Ocean south of Chesa-
peake Bay and all waterways tribu-
tary to the Gulf of Mexico east and
south of St. Marks, Fla.; use, admin-
istration, and navigation.

(a) Description. This section applies to
the following:

(1) Waterways. All navigable waters of
the United States, natural or artificial,
including bays, lakes, sounds, rivers,
creeks, intracoastal waterways, as well
as canals and channels of all types,
which are tributary to or connected by
other waterways with the Atlantic
Ocean south of Chesapeake Bay or with
the Gulf of Mexico east and south of
St. Marks, Florida.

(2) Locks. All Government owned or
operated locks and hurricane gate
chambers and appurtenant structures
in any of the waterways described in
paragraph (a)(1) of this section.

(3) U.S. property. All river and harbor
lands owned by the United States in or
along the waterways described in para-
graph (a)(1) of this section, including
lock sites and all structures thereon,
other sites for Government structures
and for the accommodation and use of
employees of the United States, and
rights of way and spoil disposal areas
to the extent of Federal interest there-
in.

(4) Vessels and rafts. The term ‘‘ves-
sel” as used in this section includes all
floating things moved over these wa-
terways other than rafts.

(b) Authority of District Engineers. The
use, administration, and navigation of
these waterways, Federal locks and
hurricane gate chambers shall be under
the direction of the officers of the
Corps of Engineers, U.S. Army, de-
tailed in charge of the respective sec-
tions, and their authorized assistants.
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The cities in which the U.S. District
Engineers are located are as follows:

U.S. District Engineer, Norfolk, Virginia.

U.S. District Engineer, Wilmington, North
Carolina.

U.S. District Engineer, Charleston, South
Carolina.

U.S. District Engineer, Savannah, Georgia.

U.S. District Engineer, Jacksonville, Flor-
ida.

(c) [Reserved]

(d) Bridges. (For regulations gov-
erning the operation of bridges, see
§§117.1, 117.240 and 117.245 of this title.)

(e) Locks—(1) Authority of
lockmasters—(i) Locks staffed with Gov-
ernment personnel. The provisions of
this subparagraph apply to all water-
ways in this Section except for the seg-
ment of the Atlantic Intracoastal Wa-
terway identified in (e)(1)(ii). The
lockmaster shall be charged with the
immediate control and management of
the lock, and of the area set aside as
the lock area, including the lock ap-
proach channels. He/she shall see that
all laws, rules and regulations for the
use of the lock and lock area are duly
complied with, to which end he/she is
authorized to give all necessary orders
and directions in accordance therewith,
both to employees of the Government
and to any and every person within the
limits of the lock and lock area, wheth-
er navigating the lock or not. No one
shall cause any movement of any ves-
sel, boat, or other floating thing in the
lock or approaches except by or under
the direction of the lockmaster or his/
her assistants.

(ii) Locks staffed with contract per-
sonnel. The provisions of this subpara-
graph apply to the segment of the At-
lantic Intracoastal Waterway com-
prising the Albermarle and Chesapeake
Canal and the Dismal Swamp Canal in-
cluding Great Bridge Lock, Chesa-
peake, Virginia; Deep Creek Lock,
Chesapeake, Virginia; and South Mills
Lock, North Carolina. Contract per-
sonnel shall give all necessary orders
and directions for operation of the
locks. No one shall cause any move-
ment of any vessel, boat or other float-
ing thing in the locks or approaches ex-
cept by or under the direction of the
contract lock operator. All duties and
responsibilities of the lockmaster set
forth in this section shall be performed
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by the contract lock operator except
that the responsibility for enforcing all
laws, rules and regulations shall be
vested in a government employee des-
ignated by the Norfolk District Engi-
neer. The District Engineer will notify
waterway users and the general public
through appropriate notices and media
concerning the location and identity of
the designated government employee.

(2) Signals. Vessels desiring lockage
in either direction shall give notice to
the lockmaster at not more than three-
quarters of a mile nor less than one-
quarter of a mile from the lock, by two
long and two short blasts of a whistle.
When the lock is available, a green
light, semaphore or flag will be dis-
played; when not available, a red light,
semaphore or flag will be displayed. No
vessels or rafts shall approach within
300 feet of any lock entrance unless sig-
nalled to do so by the lockmaster.

(3) Precedence at locks. (i) The vessel
arriving first at a lock shall be first to
lock through; but precedence shall be
given to vessels belonging to the
United States and to commercial ves-
sels in the order named. Arrival posts
or markers may be established ashore
above or below the locks. Vessels arriv-
ing at or opposite such posts or mark-
ers will be considered as having arrived
at the locks within the meaning of this
paragraph.

(ii) The lockage of pleasure boats,
house boats or like craft shall be expe-
dited by locking them through with
commercial craft (other than barges
carrying petroleum products or highly
hazardous materials) in order to utilize
the capacity of the lock to its max-
imum. If, after the arrival of such
craft, no separate or combined lockage
can be accomplished within a reason-
able time not to exceed the time re-
quired for three other lockages, then
separate lockage shall be made.

(4) Entrance to and exit from locks. No
vessel or raft shall enter or leave the
locks before being signalled to do so.
While waiting their turns, vessels or
rafts must not obstruct traffic and
must remain at a safe distance from
the lock. They shall take position in
rear of any vessels or rafts that may
precede them, and there arrange the
tow for locking in sections if nec-
essary. Masters and pilots of vessels or
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in charge of rafts shall cause no undue
delay in entering or leaving the lock,
and will be held to a strict account-
ability that the approaches are not at
any time unnecessarily obstructed by
parts of a tow awaiting lockage or al-
ready passed through. They shall pro-
vide sufficient men to move through
the lock promptly without damage to
the structures. Vessels or tows that
fail to enter the locks with reasonable
promptness after being signalled to do
so will lose their turn.

(5) Lockage of vessels. (1) Vessels must
enter and leave the locks carefully at
slow speed, must be provided with suit-
able lines and fenders, must always use
fenders to protect the walls and gates,
and when locking at night must be pro-
vided with suitable lights and use them
as directed.

(i) Vessels which do not draw at
least six inches less than the depth on
miter sills or breast walls, or which
have projections or sharp corners liable
to damage gates or walls, shall not
enter a lock or approaches.

(iii) No vessel having chains or lines
either hanging over the sides or ends,
or dragging on the bottom, for steering
or other purposes, will be permitted to
pass a lock or dam.

(iv) Power vessels must accompany
tows through the locks when so di-
rected by the lockmaster.

(v) No vessel whose cargo projects be-
yond its sides will be admitted to lock-
age.

(vi) Vessels in a sinking condition
shall not enter a lock or approaches.

(vii) The passing of coal from flats or
barges to steamers while in locks is
prohibited.

(viii) Where special regulations for
safeguarding human life and property
are desirable for special situations, the
same may be indicated by printed
signs, and in such cases such signs will
have the same force as other regula-
tions in this section.

(ix) The lockmaster may refuse to
lock vessels which, in his judgment,
fail to comply with this paragraph.

(6) Lockage of rafts. Rafts shall be
locked through in sections as directed
by the lockmaster. No raft will be
locked that is not constructed in ac-
cordance with the requirements stated
in paragraph (g) of this section. The
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party in charge of a raft desiring lock-
age shall register with the lockmaster
immediately upon arriving at the lock
and receive instructions for locking.

() Number of lockages. Tows or rafts
locking in sections will generally be al-
lowed only two consecutive lockages if
one or more single vessels are waiting
for lockage, but may be allowed more
in special cases. If tows or rafts are
waiting above and below a lock for
lockage, sections will be locked both
ways alternately whenever practicable.
When there are two or more tows or
rafts awaiting lockage in the same di-
rection, no part of one shall pass the
lock until the whole of the one pre-
ceding it shall have passed.

(8) Mooring. (i) Vessels and rafts when
in the lock shall be moored where di-
rected by the lockmaster by bow, stern
and spring lines to the snubbing posts
or hooks provided for that purpose, and
lines shall not be let go until signal is
given for vessel or raft to leave. Tying
boats to the lock ladders is prohibited.

(ii) The mooring of vessels or rafts
near the approaches to locks except
while waiting for lockage, or at other
places in the pools where such mooring
interferes with general navigation of
the waterway is prohibited.

(9) Maneuvering locks. The lock gates,
valves, and accessories will be moved
only under the direction of the
lockmaster; but if required, all vessels
and rafts using the locks must furnish
ample help on the lock walls for han-
dling lines and maneuvering the var-
ious parts of the lock under the direc-
tion of the lockmaster.

(f) [Reserved]

(g8) Rafts, logging. (1) Rafts will be
permitted to navigate a waterway only
if properly and securely assembled. The
passage of ‘‘bag’” or ‘‘sack’ rafts,
“dog” rafts, or of loose logs over any
portion of a waterway, is prohibited.
Each section of a raft will be secured
within itself in such a manner as to
prevent the sinking of any log, and so
fastened or tied with chains or wire
rope that it cannot be separated or bag
out so as to materially change its
shape. All dogs, chains and other
means used in assembling rafts shall be
in good condition and of ample size and
strength to accomplish their purposes.

42

33 CFR Ch. Il (7-1-15 Edition)

(2) No section of a raft will be per-
mitted to be towed over any portion of
a waterway unless the logs float suffi-
ciently high in the water to make it
evident that the section will not sink
en route.

(3) Frequent inspections will be made
by the person in charge of each raft to
insure that all fastenings remain se-
cure, and when any one is found to
have loosened, it shall be repaired at
once. Should any log or section be lost
from a raft, the fact must be promptly
reported to the District Engineer, giv-
ing as definitely as possible the exact
point at which the loss occurred. In all
cases the owner of the lost log or sec-
tion will take steps immediately to re-
move the same from the waterway.

(4) The length and width of rafts
shall not exceed such maximum dimen-
sions as may be prescribed by the Dis-
trict Engineer.

(5) All rafts shall carry sufficient
men to enable them to be managed
properly, and to keep them from being
an obstruction to other craft using the
waterway. To permit safe passage in a
narrow channel rafts will, if necessary,
stop and tie up alongside the bank.
Care must be exercised both in towing
and mooring rafts to avoid the possi-
bility of damage to aids to navigation
maintained by the United States or
under its authorization.

(6) When rafts are left for any reason
with no one in attendance, they must
be securely tied at each end and at as
many intermediate points as may be
necessary to keep the timbers from
bagging into the stream, and must be
moored so as to conform to the shape
of the bank. Rafts moored to the bank
shall have lights at 500-foot intervals
along their entire length. Rafts must
not be moored at prominent projec-
tions of the bank, or at critical sec-
tions.

(7) Logs may be stored in certain
tributary streams provided a clear
channel at least one-half the width of
the channel be left clear for navigation
along the tributary. Such storage
spaces must be protected by booms
and, if necessary to maintain an open
channel, piling should also be used. Au-
thority for placing these booms and
piling must be obtained by written per-
mit from the District Engineer.
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(8) The building, assembling, or
breaking up of a raft in a waterway
will be permitted only upon special au-
thority obtained from the District En-
gineer, and under such conditions as he
may prescribe.

(h) Dumping of refuse or oil in water-
way, obstructions. Attention is invited
to the provisions of sections 13 and 20
of the River and Harbor Act of March 3,
1899 (30 Stat. 11562, 1154; 33 U. S. C. 407,
415), and of sections 2, 3, and 4 of the
0Oil Pollution Act of June 7, 1924 (43
Stat. 604, 605; 33 U.S.C. 432-434), which
prohibit the depositing of any refuse
matter in these waterways or along
their banks where liable to be washed
into the waters; authorize the imme-
diate removal or destruction of any
sunken vessel, craft, raft, or other
similar obstruction, which stops or en-
dangers navigation; and prohibit the
discharge of oil from vessels into the
coastal navigable waters of the United
States.

(i) Damage. Masters and owners of
vessels using the waterways are re-
sponsible for any damage caused by
their operations to canal revetments,
lock piers and walls, bridges, hurricane
gate chambers, spillways, or ap-
proaches thereto, or other Government
structures, and for displacing or dam-
aging of buoys, stakes, spars, range
lights or other aids to mnavigation.
Should any part of a revetment, lock,
bridge, hurricane gate chamber, spill-
way or approach thereto, be damaged,
they shall report the fact, and furnish
a clear statement of how the damage
occurred, to the nearest Government
lockmaster or bridge tender, and by
mail to the District Engineer, U.S. En-
gineer Office, in local charge of the wa-
terway in which the damage occurred.
Should any aid to navigation be dam-
aged, they shall report that fact imme-
diately to the Superintendent of Light-
houses at Norfolk, Virginia, if north of
New River Inlet, North Carolina; to the
Superintendent of Lighthouses at
Charleston, South Carolina, if between
New River Inlet, North Carolina, and
St. Lucie Inlet, Florida; to the Super-
intendent of Lighthouses at Key West,
Florida, if between St. Lucie Inlet and
Suwanee River, Florida; and to the Su-
perintendent of Lighthouses, New Orle-
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ans, Louisiana, if between Suwanee
River and St. Marks, Florida.

(3) Trespass on property of the United
States. Trespass on waterway property
or injury to the banks, locks, bridges,
piers, fences, trees, houses, shops or
any other property of the United
States pertaining to the waterway is
strictly prohibited. No business, trad-
ing or landing of freight or baggage
will be allowed on or over Government
piers, bridges, or lock walls.

(k) Copies of regulations. Copies of the
regulations in this section will be fur-
nished free of charge upon application
to the nearest District Engineer.

[Regs., Apr. 30, 1938, as amended at 8 FR
156381, Nov. 9, 1943; 25 FR 8908, Sept. 16, 1960;
26 FR 353, Jan. 18, 1961; 34 FR 4967, Mar. 7,
1969; 42 FR 57961, Nov. 7, 1977; 48 FR 6335, Feb.
11, 1983; 56 FR 13765, Apr. 4, 1991]

§207.169 Oklawaha River, navigation
lock and dam at Moss Bluff, Fla.;
use, administration, and navigation.

(a) The owner of or agency control-
ling the lock shall not be required to
operate the mnavigation lock except
from 7 a.m. to 7 p.m. during the period
of February 15 through October 15 each
year, and from 8 a.m. to 6 p.m. during
the remaining months of the year. Dur-
ing the above hours and periods the
lock shall be opened upon demand for
the passage of vessels. The hours of op-
eration are based on local time.

(b) The owner of or agency control-
ling the lock shall place signs of such
size and description as may be des-
ignated by the District Engineer, U.S.
Army Engineer District, Jacksonville,
Fla., at each side of the lock indicating
the nature of the regulations of this
section.

[35 FR 10520, June 27, 1970, as amended at 38
FR 5468, Mar. 1, 1973]

§207.170 Federal Dam, Oklawaha
River, Moss Bluff, Fla.; pool level.

(a) The level of the pool shall nor-
mally be maintained at elevation 56.5
feet above sea level: Provided, That the
level of the pool may be raised to not
exceeding 58.5 feet above sea level at
such times as may be authorized in
writing by the District Engineer, Jack-
sonville, Fla., and subject to such con-
ditions as he may specify.
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(b) When, in the opinion of the Dis-
trict Engineer, an emergency exists re-
quiring the lowering of the pool level
to an elevation less than 56.5 above sea
level either to safeguard the dikes or to
increase the discharge from Lake Grif-
fin in times of high water, the dis-
charge past the dam shall be regulated
in such manner as he may direct until
he shall declare the emergency passed.

[Regs., Dec. 3, 1928]

§207.170a Eugene J. Burrell Naviga-
tion Lock in Haines Creek near Lis-
bon, Fla.; use, administration, and
navigation.

(a) The owner of or agency control-
ling the lock shall not be required to
operate the mnavigation lock except
from 7 a.m. to 12 noon, and from 1 p.m.
to 7 p.m., during the period of February
15 through October 15 each year; and
from 8 a.m. to 12 noon, and from 1 p.m.
to 6 p.m., during the remaining months
of each year. During the above hours
and periods the lock shall be opened
upon demand for the passage of vessels.

(b) The owner of the lock shall place
signs, of such size and description as
may be designated by the District En-
gineer, U.S. Army Engineer District,
Jacksonville, Florida, at each side of
this lock indicating the nature of the
regulations of this section.

[24 FR 1461, Feb. 27, 1959]

§207.170b Apopka-Beauclair Naviga-
tion Lock in Apopka-Beauclair
Canal in Lake County, Fla.; use, ad-
ministration, and navigation.

(a) The owner of or agency control-
ling the lock shall not be required to
operate the mnavigation lock except
from 7:00 a.m. to 12:00 noon, and from
1:00 p.m. to 7:00 p.m., during the period
of February 15 through October 15 each
yvear; and from 8:00 a.m. to 12 noon, and
from 1:00 p.m. to 6:00 p.m., during the
remaining months of each year. During
the above hours and periods the lock
shall be opened upon demand for the
passage of vessels.

(b) The owner of the lock shall place
signs, of such size and descriptions as
may be designated by the District En-
gineer, U.S. Army Engineer District,
Jacksonville, Florida, at each side of
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this lock indicating the nature of the
regulations.

[24 FR 5151, June 24, 1959]

§207.170¢c Kissimmee River, navigation
locks between Lake Tohopekaliga
and Lake Okeechobee, Fla.; use, ad-
ministration, and navigation.

(a) The owner of or agency control-
ling the locks shall be required to open
the navigation locks upon demand for
passage of vessels during the following
hours and periods:

Locks S-61, S—65, and S—65E

Monday through Friday  All year ............. 7:00 a.m. to
6:00 p.m.
Saturday and Sunday ... Mar. 1 through  5:30 a.m. to
Oct. 31. 7:30 p.m.
DO o Nov. 1 through  5:30 a.m. to
Feb. 28. 6:30 p.m.

Lock S—65A
Seven days a week ...... All year ............. 8:00 a.m. to
5:00 p.m.

Locks S-65B, S—-65C, and S-65D

Monday through Friday Al year ............. 8:00 a.m. to
5:00 p.m.

Saturday and Sunday ... Mar. 1 through  5:30 a.m. to
Oct. 31. 7:30 p.m.

DO s Nov. 1 through ~ 5:30 a.m. to
Feb. 28. 6:30 p.m.

(b) The owner of or agency control-
ling the locks shall place signs, of such
size and description as may be des-
ignated by the District Engineer, U.S.
Army Engineer District, Jacksonville,
Florida, at each side of the locks indi-
cating the nature of the regulations of
this section.

[29 FR 2384; Feb. 12, 1964, as amended at 31
FR 7566, May 26, 1966; 33 FR 7626, May 23,
1968]

§207.170d Taylor Creek, mnavigation
lock (S-193) across the entrance to
Taylor Creek at Lake Okeechobee,
Okeechobee, Fla.; use, administra-
tion, and navigation.

(a) The owner of or agency control-
ling the lock shall not be required to
operate the mnavigation lock except
from 5:30 a.m. to 8:00 p.m. daily. During
the above hours the lock shall be
opened upon demand for the passage of
vessels.

(b) The owner of the lock shall place
signs, of such size and description as
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may be designated by the District En-
gineer, U.S. Army Engineer District,
Jacksonville, Florida at each side of
this lock indicating the nature of the
regulations of this section.

[Regs., July 17, 1973, 15622-01 (Taylor Creek,
Fla.) DAEN-CWO-N]

(Sec. 7, 40 Stat. 266; 33 U.S.C. 1)
[38 FR 21404, Aug. 8, 1973]

§207.175a Carlson’s Landing Dam
navigation lock, Withlacoochee
River, Fla.; use, administration, and
navigation.

(a) The owner of or agency control-
ling the lock shall not be required to
operate the mnavigation lock except
from 7 a.m. to 12 noon, and from 1 p.m.
to 7 p.m., during the period of February
15 through October 15 each year; and
from 8 a.m. to 12 noon, and from 1 p.m.
to 6 p.m., during the remaining months
of each year. During the above hours
and periods the lock shall be opened
upon demand for the passage of vessels.

(b) The owner of or agency control-
ling the lock shall place signs, of such
size and description as may be des-
ignated by the District Engineer, U.S.
Army Engineer District, Jacksonville,
Fla., at each side of the lock indicating
the nature of the regulations in this
section.

[30 FR 6161, May 1, 1965]

§207.180 All waterways tributary to
the Gulf of Mexico (except the Mis-
sissippi River, its tributaries, South
and Southwest Passes and the
Atchafalaya River) from St. Marks,
Fla., to the Rio Grande; use, admin-
istration, and navigation.

(a) The regulations in this section
shall apply to:

(1) Waterways. All navigable waters of
the U.S. tributary to or connected by
other waterways with the Gulf of Mex-
ico between St. Marks, Fla., and the
Rio Grande, Tex. (both inclusive), and
the Gulf Intracoastal Waterway; except
the Mississippi River, its tributaries,
South and Southwest Passes, and the
Atchafalaya River above its junction
with the Morgan City-Port Allen
Route.

(2) Locks and floodgates. All locks,
floodgates, and appurtenant structures
in the waterways described in para-
graph (a)(1) of this section.
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(3) Bridges, wharves, and other struc-
tures. All bridges, wharves, and other
structures in or over these waterways.

(4) Vessels. The term ‘‘vessels” as
used in this section includes all float-
ing craft other than rafts.

(5) Rafts. The term ‘‘raft’” as used in
this section includes any and all types
of assemblages of floating logs or tim-
ber fastened together for support or
conveyance.

(b) Authority of District Engineers. The
use, administration, and navigation of
the waterways and structures to which
this section applies shall be under the
direction of the officers of the Corps of
Engineers, U.S. Army, in charge of the
respective districts, and their author-
ized assistants. The location of these
Engineer Districts, and the limits of
their jurisdiction, are as follows:

(1) U.S. District Engineer, Mobile, Ala.
The St. Marks River, Fla., to the Pearl
River, Mississippi and Louisiana; and
the Gulf Intracoastal Waterway from
Apalachee Bay, Fla., to mile 36.4 east
of Harvey Lock.

(2) U.S. District Engineer, Vicksburg,
Miss. The Pearl River and its tribu-
taries, Mississippi and Louisiana.

(3) U.S. District Engineer, New Orleans,
La. From Pearl River, Mississippi and
Louisiana, to Sabine River, Louisiana
and Texas; and the Gulf Intracoastal
Waterway from mile 36.4 east of Harvey
Lock, to mile 266 west of Harvey Lock.

(4) U.S. District Engineer, Galveston,
Tex. The Sabine River, Louisiana and
Texas, to the Rio Grande, Tex.; and the
Gulf Intracoastal Waterway from mile
266 west of Harvey Lock, to Browns-
ville, Tex.

(c) [Reserved]

(d) Locks and floodgates. (1) The term
“lock’” as used in this section shall in-
clude 1locks, floodgates, and appur-
tenant structures, and the area des-
ignated as the lock area including the
lock approach channels.

(2) Authority of lockmasters. The term
“lockmaster” as used in this section
means the official in charge of oper-
ating a lock or floodgate. The
lockmaster is responsible for the im-
mediate management and control of
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the lock and lock area and for the en-
forcement of all laws, rules, and regu-
lations for the use of the lock. He is au-
thorized to give all necessary and ap-
propriate orders and instructions to
every person in the lock area, whether
navigating the lock or not; and no one
shall cause any movement of any ves-
sel within the lock area unless in-
structed to do so by the lockmaster or
his duly authorized assistants. The
lockmaster may refuse passage
through the lock to any vessel which,
in his judgment, fails to comply with
the regulations of this section.

(3) Sound signals. Vessels desiring
passage through a lock shall notify the
lockmaster by three long and distinct
blasts of a horn, whistle, or -calls
through a megaphone, when within a
reasonable distance from the Ilock.
When the lock is ready for entrance,
the lockmaster shall reply with three
long blasts of a horn, whistle, or calls
through a megaphone. When the lock is
not ready for entrance, the lockmaster
shall reply by four or more short, dis-
tinct blasts of a horn, whistle, or calls
through a megaphone (danger signal).
Permission to leave the lock shall be
indicated by the lockmaster by one
long blast.

(4) Visual signals. Signal lights and
discs shall be displayed at all locks as
follows:

(1) From sunset to sunrise. One green
light shall indicate the lock is open to
approaching navigation; one red light
shall indicate the lock is closed to ap-
proaching navigation.

(ii) From sunrise to sunset. Large
discs, identical in color and number to
the light signals prescribed in para-
graph (d)(4)(i) of this section will be
displayed from a mast on or near the
lock wall.

(5) Radiophone. Locks will moior
continously VHF—Channel 14 (‘‘Safety
and Calling’”’ Channel) and/or AM-2738
kHz for initial communication with
vessels. Upon arrival at a lock, a vessel
equipped with radio-phone will imme-
diately advise the lock by radio of its
arrival so that the vessel may be
placed on proper turn. Information
transmitted or received in these com-
munications shall in no way affect the
requirements for use of sound signals
or display of visual signals, as provided
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in paragraphs (d) (3) and (4) of this sec-
tion.

(6) Precedence at locks. The order of
precedence for locking is:

(i) U.S. Government vessels, pas-
senger vessels, commercial vessels,
rafts, and pleasure craft.

(ii) The vessel arriving first at a lock
will be locked through first. When ves-
sels approach simultaneously from op-
posite directions, the vessel approach-
ing at the same elevation as the water
in the lock chamber will be locked
through first. In order to achieve the
most efficient utilization of the lock,
the lockmaster is authorized to depart
from the normal order of locking prec-
edence, stated in paragraph (d)(6)(i) of
this section, as in his judgment is war-
ranted.

(iii) The lockage of pleasure boats,
houseboats, or like craft may be expe-
dited by locking them through with
commercial craft (other than vessels
carrying dangerous cargoes, as de-
scribed in 46 CFR part 146). If, after the
arrival of such craft, no combined lock-
age can be made within reasonable
time, not to exceed three other
lockages, then separate lockage shall
be made.

() Entrance to and exits from locks. No
vessel or tow shall enter or exit from a
lock before being signaled to do so.
While awaiting turn, vessels or tows
must not obstruct navigation and must
remain at a safe distance from the
lock, taking position to the rear of any
vessel or tows that precede them; and
rearranging the tow for locking in sec-
tions, if necessary. Masters and pilots
of vessels or tows shall enter or exit
from a lock with reasonable prompt-
ness after receiving the proper signal.
Appropriate action will be taken to in-
sure that the lock approaches are not
obstructed by sections of a tow either
awaiting lockage or already locked
through. Masters of vessels shall pro-
vide sufficient men to assist in the
locking operation when deemed nec-
essary by the lockmaster. Care shall be
taken to insure prompt and safe pas-
sage of the vessel without damage to
the structure.

(8) Lockage and passage of vessels. Ves-
sels or tows shall enter and exit from
locks under sufficient control to pre-
vent damage to the lock, gates, guide
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walls, fenders, or other parts of the
structure. Vessels shall be equipped
with and use suitable fenders and ade-
quate lines to protect the lock and to
insure safe mooring during the locking
operation. Vessels shall not meet or
pass anywhere between the gate walls
or fender system or in the approaches
to locks.

(9) Vessels prohibited from locks. The
following vessels shall not be per-
mitted to enter locks or approach
channels:

(i) Vessels in a sinking condition.

(ii) Vessels leaking or spilling cargo.

(iii) Vessels not having a draft of at
least three (3) inches less than the
depth over the sills or breast walls.

(iv) Vessels having projection or
cargo loaded in such a manner that is
liable to damage the structure.

(v) Vessels having chains, links, or
drags either hanging over the sides or
ends or dragging on the bottom for
steering or other purposes.

(vi) Vessels containing flammable or
dangerous cargo must have the hatch
covers in place and securely fastened.

(10) Number of lockages. Tows locking
in sections will generally be allowed
only two consecutive lockages if other
vessels are waiting for lockage unless
otherwise decided by the lockmaster. If
other tows are waiting above and below
a lock, lockages will be made both
ways alternately whenever practicable.

(11) Mooring in locks. (i) When in a
lock, vessels and tows shall be moored
where directed by the lockmaster by
bow, stern, and spring lines to the
snubbing posts or hooks provided for
that purpose, and lines shall not be let
go until the signal is given for the ves-
sel to exit. Tying to the lock ladders is
prohibited.

(ii) Mooring near the approaches to
locks is prohibited except when the
vessels or tows are awaiting lockage.

(12) Lock operating personnel. Vessels
and tows using the locks may be re-
quired to furnish personnel to assist in
locking through; however, the oper-
ation of the structure is the responsi-
bility of the lockmaster, and personnel
assisting in the lockage of the vessels
and tows will follow the direction of
the appropriate official on duty at the
lock. No gates, valves or other acces-
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sories or controls will be operated un-
less under his direction.

(13) [Reserved]

(14) Lockage of rafts. Rafts shall be
locked through as directed by the
lockmaster. No raft will be locked that
is not constructed in accordance with
the requirements stated in paragraph
(f) of this section. The person in charge
of a raft desiring lockage shall register
with the lockmaster immediately upon
arriving at the lock and receive in-
structions for locking.

(e) Waterways. (1)-(5)(i) [Reserved]

(ii) Algiers Canal between the Mis-
sissippi River and Bayou Barataria,
La., and on Harvey Canal, Gulf Intra-
coastal Waterway, mile 0 to mile 6
WHL, tows 74 feet in width will be al-
lowed. Tows in excess of 55 feet wide
desiring to move over Algiers Canal or
Harvey Canal will obtain clearance
from the lockmaster at Algiers Lock or
Harvey Lock, respectively, before en-
tering the canal. Overwidth tows will
report clearing Algiers or Harvey Canal
to the respective lockmaster and will
rearrange tows to conform to pre-
scribed dimensions immediately upon
leaving the canal. The lockmaster will
withhold permission for additional
tows over 55 feet wide until all pre-
viously authorized tows moving in the
opposite direction have cleared the wa-
terway.

(iii)—(vi) [Reserved]

(vii) Vessels or tows shall not navi-
gate through a drawbridge until the
movable span is fully opened.

(6) Projections from vessels. Vessels or
tows carrying a deck load which over-
hangs or projects over the side, or
whose rigging projects over the side, so
as to endanger ©passing vessels,
wharves, or other property, shall not
enter or pass through any of the nar-
row parts of the waterway without
prior approval of the District Engineer.

(7T) Meeting and passing. Passing ves-
sels shall give the proper signals and
pass in accordance with the Federal
Rules of the Road. At certain intersec-
tions where strong currents may be en-
countered, sailing directions may be
issued through navigation bulletins or
signs posted on each side of the inter-
section.
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(f) Rafts. The navigation regulations
in this paragraph shall apply fully to
the movement of rafts.

(1) Rafts will be permitted to navi-
gate a waterway only if properly and
securely assembled. Each raft shall be
so secured as to prevent the loss or
sinking of logs.

(2) All rafts shall carry sufficient
men to enable them to be managed
properly. It will be the responsibility of
the owner to remove logs from the wa-
terway that have broken loose from
the raft.

(3) Building, assembling, or breaking
up of a raft within a waterway may be
permitted; however, the work must be
done in an area that will not restrict
the use of the waterway by other users.
The work area must be cleared of loose
logs so that they will not enter the wa-
terway and become a hazard to naviga-
tion.

(g) Damage. Should any damage be
done to a revetment, lock, floodgates,
bridge, or other federally owned or op-
erated structure, the master of the ves-
sel shall report the accident to the
nearest lockmaster or bridgetender as
soon as possible after the accident.
Damage to aids to navigation and to
nonfederally owned bridges must be re-
ported to the Commander, Eighth
Coast Guard District, New Orleans, La.

(h) Marine accidents. Masters, mates,
pilots, owners, or other persons using
the waterways covered by this section
shall report to the District Engineer at
the earliest possible date any accident
on the waterway which causes any ves-
sel to become an obstruction to naviga-
tion. The information to be furnished
the District Engineer shall include the
name of the vessel, its location, and
the name and address of the owner. The
owner of a sunken vessel shall properly
mark the vessel as soon as practicable
after sinking.

(i) Trespass on U.S. property. (1) Tres-
pass on or injury to waterway property
of the United States is prohibited. No
business, trading, or landing of freight,
will be allowed on Government prop-
erty without permission of the District
Engineer.

(2) The District Engineer may estab-
lish policy pertaining to mooring, ex-
changing crews, loading and unloading
supplies, and making emergency re-
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pairs in the vicinity of locks so long as
navigation is not impeded thereby.

(j) Liability. The regulations of this
section will not affect the liability of
the owners and operators of vessels for
any damage caused by their operations
to the waterway or to the structures
therein.

[36 FR 8866, May 14, 1971, as amended at 37
FR 26419, Dec. 12, 1972; 42 FR 57961, Nov. 7,
1977; 48 FR 6707, Feb. 15, 1983; 54 FR 6519, Feb.
13, 1989; 56 FR 13765, Apr. 4, 1991]

§207.185 Taylors Bayou, Tex., Beau-
mont Navigation District Lock; use,
administration, and navigation.

(a) Between March 15 and September
15 each year, pleasure boats, house-
boats, and other craft not employed for
commercial purposes, will be locked
through only at 6:00 and 11:45 a.m., and
6:30 p.m., except in cases of emergency;
but whenever a lockage is made for a
commercial boat, other craft may like-
wise pass through if there is room in
the lock. At all other times lockages
shall be made in accordance with
§207.180.

(b) The lock tender or one in charge
of the lock shall be the judge as to
whether the boat presenting itself for
lockage is a commercial or pleasure
boat.

[4 FR 1719, Apr. 29, 1939]

§207.187 Gulf Intracoastal Waterway,
Tex.; special floodgate, lock and
navigation regulations.

(a) Application. The regulations in
this section shall apply to the oper-
ation of the Brazos River Floodgates
and the Colorado River Locks at Mile
400.8 and Mile 441.5, respectively, west
of Harvey Lock, La., on the Gulf Intra-
coastal Waterway, and navigation of
the tributary Colorado River Channel
in the vicinity of said locks.

(b) Definitions. The term current
means the velocity of flow of water in
the river. It is expressed in statute
miles per hour. The term ‘‘head dif-
ferential” means the difference meas-
ured in feet between the water level in
the river and that in the waterway
when the floodgates or lock gates are
closed. The term ‘‘Lockmaster’” means
the official in charge of the floodgates
or locks.
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(c) Operation of floodgates and locks—
(1) Unlimited passage. The floodgates
and locks shall be opened for the pas-
sage of single vessels and towboats
with single or multiple barges when
the current in the river is less than 2
miles per hour and the head differen-
tial is less than 0.7 foot. When the head
differential is less than 0.7, the Colo-
rado River locks shall normally be op-
erated as floodgates, using only the
riverside gates of each lock.

(2) Limited passage. When the current
in either river exceeds 2 miles per hour
or the head differential at the Brazos
River floodgates is between the limits
of 0.7 foot and 1.8 feet, both inclusive,
or the head differential at the Colorado
River locks is 0.7 foot or greater, pas-
sage shall be afforded only for single
vessels or towboats with single loaded
barges or two empty barges. When two
barges are rigidly assembled abreast of
each other and the combined width of
both together is 55 feet or less, they
shall be considered as one barge. Each
section of an integrated barge shall be
considered as one barge, except when it
is necessary to attach a rake section to
a single box section to facilitate pas-
sage, the two sections shall be consid-
ered as one barge. It shall be the re-
sponsibility of the master, pilot or
other person in charge of a vessel to de-
termine whether a safe passage can be
effected, give due consideration to the
vessel’s power and maneuverability,
and prevailing current velocity, head
differential, weather and visibility. If
conditions are not favorable, passage
shall be delayed until conditions im-
prove and a safe crossing is assured.

(3) Gate closures. The Brazos River
Floodgates shall be closed to naviga-
tion when the head differential exceeds
1.8 feet. The Colorado River Locks
shall be closed to navigation when the
current in the river exceeds a critical
velocity as determined by the District
Engineer, U.S. Army Engineer District,
Galveston, Tex. The Brazos River
Floodgates or the Colorado River
Locks shall be closed to navigation
when in the opinion of said District En-
gineer it is required for the protection
of life and property, or it is to the ad-
vantage of the Government to permit
uninterrupted emergency or mainte-
nance operations, including dredging.
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(4) Mooring facilities. Mooring facili-
ties located on both banks of the Gulf
Intracoastal Waterway on the ap-
proaches to the floodgates and locks
are for the mooring of vessels when the
floodgates or locks are closed to navi-
gation or tows are limited to single
barges. Vessels awaiting passage shall
be moored parallel to the bank and as
close to the bank as possible. Barges
shall be moored fore and aft with two
lines, each to a separate mooring facil-
ity. Beaching of vessels in lieu of moor-
ing them is prohibited. The mooring fa-
cilities are numbered and vessels mak-
ing fast to them shall notify the
Lockmaster giving the number of each
facility being used.

(5) [Reserved]

(6) Communication—(1) Radio. The
floodgates and locks are equipped with
short wave radio equipment transmit-
ting and receiving on VHF—FM Chan-
nels 12, 13, 14 and 16. Call letters for the
floodgates are WUI 411 and for the
locks are WUI 412.

(ii) Telephone. The floodgates and
locks are equipped with telephone fa-
cilities. The floodgates may be reached
by phoning Freeport, Tx, 713-233-1251;
the locks may be reached by phoning
Matagorda, Tx, 713-863-7842.

(T) Arrival posts. Arrival posts 10 feet
high and 10 inches in diameter have
been established on the approaches to
the locks and floodgates. They are
painted with alternate horizontal
bands of red and white 3 inches wide.
Arrival at the floodgates or locks shall
be determined as provided in paragraph
(d)(4) of §207.180.

(d) Navigation of the Colorado River
Channel—(1) Traffic signals. (i) Light
and sound signals directed both up-
stream and downstream on the Colo-
rado River are mounted on top of a gal-
vanized skeleton steel tower 85 feet
high located on the northeast point of
land at the Gulf Intracoastal Waterway
crossing of the river. They will be oper-
ated from the control house of the East
Lock of the Colorado River Locks to
direct the interchange of traffic in the
Colorado River and the Gulf Intra-
coastal Waterway.

(ii) Vessels navigating the Colorado
River and desiring passage either up-
stream or downstream through the
crossing, or into the crossing and
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through a lock into the Gulf Intra-
coastal Waterway, shall give notice to
the Lockmaster by two long and dis-
tinct blasts of a whistle or horn when
within a distance of not more than one-
half mile nor less than one-fourth mile
from the Gulf Intracoastal Waterway
crossing. When the locks and the cross-
ing are clear of vessels, the
Lockmaster shall reply by two long
and distinct blasts of a whistle or horn
and display a green light from the sig-
nal tower indicating that the vessel in
the river may proceed across the cross-
ing or into the main stem of the Gulf
Intracoastal Waterway either east-
bound or westbound. When there are
vessels in the river crossing or in the
locks, the Lockmaster shall reply by
four or more short blasts of a whistle
or horn (danger signal) and display a
red light from the signal tower indi-
cating the vessel in the river shall wait
at least a quarter of a mile from the
crossing for clearance. When the locks
and crossing are clear of vessels, the
lockmaster shall indicate to the wait-
ing vessel by two long and distinct
blasts of a whistle or horn and display
of a green light from the signal tower
indicating that the vessel may proceed
across the crossing or into the main
stem of the Gulf Intracoastal Water-
way either eastbound or westbound.
During periods when the red light may
be obscured by fog, mist, or rain, an
audible signal consisting of a long blast
followed by a short blast of a whistle or
horn, repeated every 30 seconds, shall
be sounded from the signal tower as an
adjunct to the red light.

(2) Signs. Large signs with silver re-
flective background and stop sign red
letters are erected one-fourth mile up-
stream and downstream from the Gulf
Intracoastal Waterway on the Colorado
River. The legend states “DO NOT
PROCEED BEYOND THIS POINT
WHEN SIGNAL TOWER LIGHT IS
RED.” These signs must be obeyed.

NOTE: The foregoing regulations are sup-
plementary to the regulations in §207.180.

[31 FR 15310, Dec. 7, 1966, as amended at 34
FR 15797, Oct. 14, 1969; 48 FR 6707, Feb. 15,
1983]

50

33 CFR Ch. Il (7-1-15 Edition)

§207.200 Mississippi River below
mouth of Ohio River, including
South and Southwest Passes; use,
administration, and navigation.

(a) Mississippi River bank protection
works provided by United States. Except
in case of great emergency, no vessel or
craft shall anchor over revetted banks
of the river, and no floating plant other
than launches and similar small craft
shall land against banks protected by
revetment except at regular commer-
cial landings. In all cases, every Dpre-
caution to avoid damage to the revet-
ment works shall be exercised. The
construction of 1log rafts along
mattressed or paved banks or the tying
up and landing of log rafts against such
banks shall be performed in such a
manner as to cause no damage to the
mattress work or bank paving. Gen-
erally, mattress work extends out into
the river 600 feet from the low water
line. Information as to the location of
revetted areas may be obtained from,
and will be published from time to
time by, the District Engineers, Corps
of Engineers, New Orleans, Louisiana,
Vicksburg, Mississippi, and Memphis,
Tennessee, and the President, Mis-
sissippi River Commission, Vicksburg,
Mississippi.

(b) Mississippi River below Baton
Rouge, La., including South and South-
west Passes—(1) Supervision. The use,
administration, and navigation of the
waterways to which this paragraph ap-
plies shall be under the supervision of
the District Engineer, Corps of Engi-
neers, New Orleans, Louisiana.

(2)-(3) [Reserved]

(4) Cable and pipeline crossings. Any
cable or pipeline crossing or extending
into the waterways shall be marked by
large signs with 12-inch black letters
on a white background readable from
the waterway side, placed on each side
of the river near the point where the
cable or pipeline enters the water, and
at a sufficient height to be readable
above any obstructions normally to be
expected at the locality such as weeds
or moored vessels.

() Marine accidents. Masters, mates,
pilots, owners, or other persons using
the waterway to which this paragraph
applies shall notify the District Engi-
neer by the most expeditious means
available of all marine accidents, such
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as fire, collision, sinking, or stranding,
where there is possible obstruction of
the channel or interference with navi-
gation or where damage to Government
property is involved, furnishing a clear
statement as to the name, address, and
ownership of the vessel or vessels in-
volved, the time and place, and the ac-
tion taken. In all cases, the owner of
the sunken vessel shall take immediate
steps properly to mark the wreck.

[156 FR 3325, May 30, 1950, as amended at 17
FR 6594, July 18, 1952; 27 FR 3166, Apr. 3, 1962;
33 FR 10456, July 23, 1968; 42 FR 51773, Sept.
29, 1977; 42 FR 57961, 57962, Nov. 7, 1977]

§207.249 Ouachita and Black Rivers,
Ark. and La., Mile 0.0 to Mile 338.0
(Camden, Ark.) above the mouth of
the Black River; the Red River, La.,
Mile 6.7 (Junction of Red,
Atchafalaya and Old Rivers) to Mile
276.0 (Shreveport, La.); use, admin-
istration, and navigation.

(a) [Reserved]

(b) Locks—(1) Authority of lockmasters.
(i) Locks staffed with Government per-
sonnel. The lockmaster shall be
charged with the immediate control
and management of the lock and of the
area set aside as the lock area, includ-
ing the lock approach channels. He
shall insure that all laws, rules, and
regulations for the use of the lock and
lock area are duly complied with, to
which end he is authorized to give all
necessary orders and directions in ac-
cordance therewith both to employees
of the Government and to any and
every person within the limits of the
lock or lock area, whether navigating
the lock or not. No one shall cause any
movement of any vessel or other float-
ing thing in the lock or approaches ex-
cept by or under the direction of the
lockmaster or his assistants. For the
purpose of the regulations in this sec-
tion, the ‘‘lock area’ is considered to
extend from the downstream to the up-
stream arrival posts.

(i1) Locks staffed with contract per-
sonnel. Contract lock operators shall
give all necessary orders and direction
for operation of the locks. No one shall
cause any movement of any vessel or
other floating object in the locks or ap-
proaches except by or under the direc-
tion of the contract lock operator. All
duties and responsibilities of the
lockmasters set forth in this section
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shall be performed by the contract lock
operator except that the responsibility
for enforcing all laws, rules and regula-
tions shall be vested in an offsite gov-
ernment employee designated by the
Vicksburg District Engineer.

(2) Sound signals. (i) Vessels desiring
passage through a lock in either direc-
tion shall give notice to the
lockmaster by one long and one short
distinct blast of a horn or whistle when
not less than three-fourths mile from
the lock. When carrying dangerous
cargo, the signal will be one long and
two short blasts of the horn or whistle.
When the lock is ready for entrance,
the lockmaster shall reply with one
long blast of a horn or whistle. When
the lock is not ready for entrance, the
lockmaster shall reply by four or more
short, distinct blasts of a horn or whis-
tle (danger signal). Permission to leave
the lock shall be indicated by the
lockmaster by one short blast. A dis-
tinct blast is defined as a clearly audi-
ble blast of any length. A long blast
means a blast of from 4 to 6 seconds’
duration. A short blast is of about 1
second’s duration.

(ii) Vessels that are not equipped
with a sound signal desiring passage
through a lock shall give notice to the
lockmaster by one long blast of the
horn located at either end of the lock
wall. The horn may be activated by
pulling the properly marked chain or
rope hanging from the horn down to
the water surface. One long blast
means a blast of from 4 to 6 seconds’
duration.

(3) Visual signals. Signal lights will be
displayed outside each lock gate to
supplement the sound signals, as fol-
lows:

(i) One green light to indicate that
the lock is open to approaching naviga-
tion.

(ii) One red light to indicate that the
lock is not open to approaching naviga-
tion. Vessels shall stand clear.

(iii) Navigation over the dam is pos-
sible during high water. When this con-
dition exists, a continuous flashing red
light, visible upstream and down-
stream, will be displayed to indicate
that traffic will bypass the lock and
pass over the dam on the Ouachita and
Black Rivers.
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(iv) A navigation pass is nmot provided
as part of the Red River Locks and Dams.
When water levels rise to within 2 feet
of the top of the lock walls, operation
of the locks will cease until the water
level falls below this level. These
stages can reasonably be expected to
occur once in 10 years. No vessel, tow,
or raft shall attempt to navigate over
the lock or other structures at high
river stages. United States Coast
Guard radiotelephone broadcasts and
U.S. Army Corps of Engineers naviga-
tion bulletins should be monitored for
information on lock operations.

(4) Radiotelephone. Two-way radio
equipment is provided at all locks. The
“Safety and Calling’’ channel (Channel
16, frequency of 156.8 mhz), will be mon-
itored at all times for initial commu-
nication with vessels. Information
transmitted or received in these com-
munications shall in no way affect the
requirements for the use of sound sig-
nals or display of visual signals as pro-
vided in paragraphs (b)(2) and (3) of this
section.

(5) Precedence at locks. (i) The vessel
arriving first at a lock will be first to
lock through. In the case of vessels ap-
proaching the 1lock simultaneously
from opposite directions, the vessel ap-
proaching at the same elevation as the
water in the lock chamber will be
locked through first. Precedence shall
be given to vessels belonging to the
United States, passenger vessels, com-
mercial vessels, rafts, and pleasure
craft, in the order named. Arrival posts
or markers will be established ashore
above and below the locks. Vessels ar-
riving at or opposite such posts or
markers will be considered as having
arrived at the lock within the meaning
of this paragraph (b)(5). The
lockmaster may prescribe such depar-
ture from the normal order of prece-
dence stated above, as in his judgment,
is warranted under prevailing cir-
cumstances to achieve best lock utili-
zation.

(ii) The lockage of pleasure boats,
houseboats, or like craft may be expe-
dited by locking them through with
commercial craft (other than barges
carrying dangerous cargoes). If, after
the arrival of such craft, no combined
lockage can be accomplished within a
reasonable time, not to exceed the time

52

33 CFR Ch. Il (7-1-15 Edition)

required for three other lockages, then
separate lockages shall be made. Dan-
gerous cargoes are described in 46 CFR
part 146.

(iii) Vessels, tows, or rafts navigating
on the Ouachita and Black Rivers with
overall dimensions greater than 80 feet
wide, 600 feet long, and 9 feet draft, or
tows or rafts requiring breaking into
two or more sections to pass through
the lock may transit the lock at such
time as the lockmaster determines
that they will neither unduly delay the
transit of craft of lesser dimensions,
nor endanger the lock structure and
appurtenances because of wind, cur-
rent, or other adverse conditions.
These craft are also subject to such
special handling requirements as the
lockmaster finds necessary at the time
of transit.

(iv) The maximum dimensions on the
Red River Waterway of a vessel tow at-
tempting to pass through the lock dur-
ing normal pool stages in a single pas-
sage are 80 feet wide, 705 feet long, and
9 feet draft. Tows requiring breaking
into two or more sections to pass
through the lock may transit the lock
at such times as the lockmaster/lock
operator determines that they will nei-
ther unduly delay the transit of craft
of lesser dimensions, nor endanger the
lock structure and appurtenances be-
cause of wind, current, or other adverse
conditions. These craft are also subject
to such special handling requirements
as the lockmaster/lock operator finds
necessary at the time of transit.

(6) Entrance to an exit from locks. No
vessel or raft shall enter or leave locks
before being signaled to do so. While
waiting their turn, vessels or rafts
must not obstruct navigation and must
remain at a safe distance from locks.
Before entering a lock they shall take
position in the rear of any vessels or
rafts that precede them, and there ar-
range the tow for locking in sections if
necessary. Masters and pilots of vessels
or persons in charge of rafts shall cause
no undue delay in entering or leaving
locks upon receiving the proper signal.
They shall take such action as will in-
sure that the approaches are not at any
time unnecessarily obstructed by parts
of a tow awaiting lockage or already
passed through. They shall provide suf-
ficient men to move through locks
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promptly without damage to the struc-
tures. Vessels or tows shall enter locks
with reasonable promptness after being
signaled to do so.

(T) Lockage and passage of vessels. (i)
Vessels shall enter and leave locks
under such control as to prevent any
damage to the locks, gates, guide
walls, guard walls, and fenders. Vessels
shall be provided with suitable lines
and fenders, shall always use fenders to
protect the walls and gates, and when
locking at night shall be provided with
suitable lights and use them as di-
rected. Fenders on vessels shall be
water-soaked or otherwise fire proofed
before being utilized in the lock or ap-
proaches. Vessels shall not meet or
pass each other anywhere between the
guide walls or fender system at the ap-
proaches to locks.

(i1) Vessels which do not have a draft
of at least 2 feet less than the depth
over sills, or which have projections
liable to damage gates, walls, or fend-
ers, shall not enter the approaches to
or pass through locks. Information
concerning depth over sills may be ob-
tained from the lockman on duty.

(iii) Vessels having chains, lines, or
drags either hanging over the sides or
ends or dragging on the bottom for
steering or other purposes will not be
permitted to pass locks or dams.

(iv) Towing vessels shall accompany
all tows or partial tows through locks.

(v) No vessel whose cargo projects be-
yond its sides will be admitted to lock-
age.

(vi) Vessels in a sinking condition
shall not enter locks or approaches.

(vii) The lockmaster may refuse to
lock vessels which in his judgment fail
to comply with the regulations in this
paragraph.

(viii) This section shall not affect the
liability of the owners and operators of
boats for any damage caused by their
operations to locks or other structures.

(8) Number of lockages. Tows or rafts
locking in sections will generally be al-
lowed only two consecutive lockages if
individual vessels are waiting for lock-
age, but may be allowed more in spe-
cial cases. If tows or rafts are waiting
above and below a lock for lockage,
sections will be locked both ways alter-
nately whenever practicable. When two
or more tows or rafts are waiting lock-
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age in the same direction, no part of
one shall pass the lock until the whole
of the one preceding it shall have
passed.

(9) Mooring. (i) Vessels and rafts when
in a lock shall be moored where di-
rected by the lockmaster by bow,
stern, and spring lines to the bitts pro-
vided for that purpose and lines shall
not be let go until the signal is given
for the vessel or raft to leave. Tying to
the lock ladders is prohibited.

(ii) The mooring of vessels or rafts
near the approaches to locks except
while waiting for lockage, or at other
places in the pools where such mooring
interfers with general navigation, is
prohibited.

(10) Operating locks. The lock gates,
valves, and accessories will be moved
only under the direction of the
lockmaster; but, if required, all vessels
and rafts using the locks shall furnish
ample help on the lock walls for han-
dling lines under the direction of the
lockmaster.

(c) Trespass on U.S. property. Trespass
on lock grounds or other waterway
property or injury to the banks, lock
entrances, locks, cribs, dams, Dpiers,
fences, trees, buildings, or any other
property of the United States per-
taining to the waterway is strictly pro-
hibited. No landing of freight, pas-
sengers, or baggage will be allowed on
or over Government piers, lock walls,
guide or guard walls, except by permis-
sion of the lockmaster. No person ex-
cept employees of the United States or
persons assisting with the locking op-
erations under the direction of the
lockmaster will be allowed on the dam,
lock walls, guide walls, guard walls,
abutments, or appurtenant structures.

(d) Vessels to carry regulations. A copy
of the regulations in this section shall
be kept at all times on board each ves-
sel regularly navigating the waterways
to which the regulations in this section
apply. Copies may be obtained free of
charge at any of the locks or from the
Vicksburg District Engineer, Vicks-
burg, Mississippi, upon request.

[37 FR 14778, July 25, 1972, as amended at 52
FR 18235, May 14, 1987; 52 FR 34775, Sept. 15,
1987; 56 FR 13765, Apr. 4, 1991; 63 FR 24428,
May 4, 1998]
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§207.260 Yazoo Diversion Canal,
Vicksburg, Miss., from its mouth at
Kleinston Landing to Fisher Street;
navigation.

(a) Signals. Vessels navigating the
canal will be governed by the Pilot
Rules for Western Rivers (rivers
emptying into the Gulf of Mexico and
their tributaries) prescribed by the
U.S. Coast Guard. (See part 95 of this
title.)?

(b) Rafts. Rafts will be permitted to
navigate the canal only if properly and
securely assembled. Each section of a
raft shall be so secured within itself as
to prevent the sinking of any log, and
so fastened with chains or wire rope
that it cannot be separated or bag out
or materially change its shape. All
logs, chains, and other means used in
assembling rafts shall be in good condi-
tion and of ample size and strength to
accomplish their purpose. No section of
a raft will be permitted to be towed un-
less the logs float sufficiently high in
the water to make it evident that the
section will not sink en route. Rafts
shall not be of greater dimensions than
50 feet wide by 600 feet long, and if
longer than 300 feet they shall be han-
dled by two tugs; and in all cases they
must be handled by sufficient tug
power to make headway and guide the
raft so as to give half the channel to
passing vessels.

(c) Mooring. At stages below 20 feet
on the Vicksburg Gage, no vessel or
raft shall be moored along the west
bank of the canal between points Lati-
tude 32°21'16”, Longitude 90°53'05” and
Latitude 32°20°55”, Longitude 90°53'18”,
which is approximately 1200 feet above
and 1200 feet below the public boat
launch (foot of Clay Street) at Vicks-
burg City Front. No vessel or raft shall
be moored along the west bank of the
canal at any stage from the mouth of
the Yazoo Diversion Canal where it en-
ters into the Mississippi River to Lati-
tude 32°20'21”, Longitude 90°563'44”, which
is approximately 1200 feet from the
mouth of the canal. No vessel or raft
shall be moored along the east bank of
the canal at any stage from the mouth
of the Yazoo Diversion Canal where it
enters into the Mississippi River to

1Part 95 was removed by CGD 82-029, 47 FR
19519, May 6, 1982.
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Latitude 32°2012”, Longitude 90°5341”,
which is approximately 750 feet from
the mouth of the canal. When tied up,
boats, barges, or rafts shall be moored
by bow and stern lines parallel to the
bank and as close in as practicable.
Lines shall be secured at sufficiently
close intervals to insure the vessel or
raft will not be drawn away from the
bank by winds, current, or other pass-
ing vessels. No vessel or raft shall be
moored along the banks of the canal
for a period longer than five (5) cal-
endar days without written permission
from the District Engineer, Corps of
Engineers, Vicksburg District Office,
4155 E. Clay St., Vicksburg, Mississippi
39180-3435.

(d) [Reserved]

(e) Refuse in canal. No person shall
roll or throw any stones, ashes, cin-
ders, barrels, logs, log butts, sawdust,
shavings, refuse, or any other material
into the canal or the approach thereto,
or place any such material on the bank
or berm so that it is liable to be rolled,
thrown, or washed into the canal.

(f) Preservation of works of improve-
ment. Masters and pilots of all craft
using the canal shall avoid damaging
any revetment, dike, floodwall, or
other work of improvement placed in
or adjacent to the canal. They shall
not disturb any gages or marks set as
aids to navigation in the canal or ap-
proaches thereto.

(g) Fairway. A clear channel not less
than 175 feet wide as established by the
District Engineer shall be left open at
all times to permit free and unob-
structed navigation by all types of ves-
sels.

[13 FR 9562, Dec. 31, 1948; 42 FR 57962, Nov. 7,
1977, as amended at 63 FR 24428, May 4, 1998]

§207.270 Tallahatchie River, Miss., be-
tween Batesville and the mouth;
logging.

(a) The floating of ‘‘sack’’, rafts, or of
loose timbers, logs, or cribs is prohib-
ited.

(b) Rafts shall be made up of logs par-
allel with each other, secured, and held
closely together by cross sticks,
chains, or cables placed across each
crib and at the joints between cribs. No
raft shall be over 60 feet wide or 800
feet long.
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(¢) In rafting nonbuoyant timber
each crib must contain self-buoyant
logs in such proportion of ‘“‘floaters’ to
“‘sinkers” as will safely float the
whole; and in assembling such cribs,
extra strong connections must be used
to prevent the breaking up of a crib or
the detachment of individual logs.

(d) No raft shall be moved at river
stages less than that corresponding to
a reading of 3%o0 feet on the U.S.
Weather Bureau gage at Greenwood,
Miss.

(e) A raft in transit must be accom-
panied by sufficient men, or by power
boats of sufficient capacity to properly
manage the movement of the raft and
to keep it from being an obstruction to
other craft navigating the river, or
from forming jams at bridges.

(f) Rafts in transit must be so float-
ed, and when not in transit be so tied
to the bank, as not to interfere with
the passage of boats.

(g) When rafts are left with no one in
attendance they must be securely tied
at each end and at as many inter-
mediate points as will prevent them
from bagging into the stream. When
left at night a white light shall be ex-
posed at each end of the raft.

(h) This section shall apply to the
portion of the Tallahatchie River,
Miss., between Batesville, Panola
County, Miss., and the mouth.

[Regs. Feb. 18, 1918, as amended at 25 FR 8908,
Sept. 16, 1960]

§207.275 McClellan-Kerr Arkansas
River navigation system: use, ad-
ministration, and navigation.

(a) Applicability of regulations. These
regulations apply to all locks and ap-
purtenant structures, wharves, and
other Corps of Engineers structures in
the following waterways: The White
River between Mississippi River and
Arkansas Post Canal, Arkansas; Ar-
kansas Post Canal, Arkansas; Arkansas
River between Dam No. 2, Arkansas,
and Verdigris River, Oklahoma; Verdi-
gris River between Arkansas River and
Catoosa, Oklahoma; and reservoirs on
these waterways between Mississippi
River, Arkansas, and Catoosa, Okla-
homa.

(b) Authority of district engineers. The
use, administration, and navigation of
the structures to which this section ap-
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plies shall be under the direction of the
officers of the Army Corps of Engi-
neers, detailed in charge of the respec-
tive districts, and their authorized as-
sistants. The cities in which these dis-
trict engineers are located, and the
limits of their jurisdictions, are as fol-
lows:

(1) District Engineer, U.S. Army Engi-
neer District, Little Rock, Arkansas.
From Mississippi River, Arkansas, to
Arkansas-Oklahoma State line at Fort
Smith, Arkansas.

(2) District Engineer, U.S. Army Engi-
neer District, Tulsa, Oklahoma. From Ar-
kansas-Oklahoma State line at Fort
Smith, Arkansas, to Catoosa, OKkla-
homa.

(c) Authority of lockmasters. The
lockmaster shall be charge with the
immediate control and management of
the lock and of the area set aside as
the lock area. The lockmaster shall en-
sure that all laws, rules, and regula-
tions for the use of the lock and lock
area are duly complied with, to which
end he/she is authorized to give all nec-
essary orders and directions both to
employees of the Government and to
any person within the limits of the
lock area, whether navigating the lock
or not. No one shall cause any move-
ment of any vessel or other floating
thing in the lock area except by or
under the direction of the lockmaster.
Failure to comply with directions
given by the lockmaster pursuant to
the regulations in this section may re-
sult in refusal of lockage. For the pur-
pose of the regulations in this section,
the “‘lock area’ is considered to be be-
tween the upstream and downstream
arrival points. The district engineer
may extend the limits of the lock area
consistent with the safe and efficient
use of the waterway.

(d) Precedence at locks. (1) Precedence
shall be given to vessels owned by the
United States, licensed commercial
passenger vessels operating on a pub-
lished schedule or regularly operating
in the ‘‘for hire” trade, commercial
tows, rafts, and pleasure craft, in the
order named. Precedence being equal,
the first vessel to arrive at a lock will
normally be the first to lock through;
however, the lockmaster may depart
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from this procedure to achieve opti-
mum utilization of the lock or in ac-
cordance with the order of precedence
stated above and in paragraphs (d)(2)
and (h) of this section. Arrival points
have been established ashore upstream
and downstream of the locks. Vessels
arriving at these markers or the moor-
ing cells immediately upstream and
downstream of the lock will be consid-
ered as having arrived at the lock with-
in the meaning of this subparagraph.

(2) Vessels or tows, with overall di-
mensions greater than 105 feet wide or
595 feet long may transit the lock at
such time as the lockmaster deter-
mines that they will neither unduly
delay the transit of craft of lesser di-
mensions, nor endanger the lock struc-
ture and appurtenances because of
wind, current, or other adverse condi-
tions. These craft are also subject to
such special handling requirements as
the lockmaster deems necessary at the
time of transit.

(e) Safety rules for vessels using naviga-
tion locks. (1) Leaking vessels may be
excluded from the locks.

(2) Smoking, open flames, and activi-
ties capable of producing a flammable
atmosphere such as painting will not
be permitted in the lock chamber.

(3) All deckhands handling lines dur-
ing locking procedures shall wear a
personal flotation device.

(f) Dangerous cargo barges. The fol-
lowing rules are prescribed for all tows
containing dangerous cargoes as de-
fined in Title 46, Code of Federal Regu-
lations. These rules are applicable to
both loaded barges and empty barges.

(1) All hatches on barges used to
transport dangerous cargoes shall be
closed before the tow enters the lock
area.

(2) Prior to entering the lock area,
towboat pilots shall furnish the name
of product, the source of shipment, the
company which made the shipment,
and the consignee. If a towboat is not
equipped with a radio or its radio is out
of service, pilots shall furnish this in-
formation to the lockmaster while the
tow is in the lock chamber. The ship-
ping papers required by Title 46, Code
of Federal Regulations, shall be avail-
able for review by the lockmaster.
Lockage shall be refused when this in-
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formation is not furnished to the
lockmaster.

(3) Fenders shall be water-soaked or
otherwise spark proofed.

(4) Smoking, open flames, chipping,
or other spark producing activity are
prohibited in the ‘‘lock area.”

(5) Simultaneous lockage of other
vessels with vessels carrying dangerous
cargoes or containing flammable va-
pors shall normally not be permitted. if
significant delays are occurring at a
lock, such simultaneous lockages, ex-
cept with pleasure craft, may be per-
mitted by the lockmaster, when he/she
determines such action safe and appro-
priate, provided:

(i) The first vessel entering or the
last vessel exiting shall be secured be-
fore the other enters or leaves.

(ii) All masters involved have agreed
to the joint use of the lock.

(g) General locking procedures. (1) In
case two or more boats or tows are to
enter for the same lockage, their order
of entry and exit shall be determined
by the lockmaster.

(2) Tows entering a lock shall come
to a complete stop at a point des-
ignated by the district engineer before
proceeding to the mooring position.

(3) When entering or exiting locks,
tow speeds shall not exceed 200 feet per
minute (rate of slow walk) or the rate
of travel whereby the tow can be
stopped by checking should mechanical
difficulties develop. When navigating
over Norrell Dam during high water,
vessels shall reduce speed to the min-
imum necessary to maintain steerage-
way. Pilots should check with the indi-
vidual lockmasters concerning pre-
vailing conditions. It is also rec-
ommended that pilots check their abil-
ity to reverse their engines prior to be-
ginning an approach. Towboat engines
shall not be turned off in the lock un-
less authorized by lockmaster.

(4) The sides and ends of all vessels
passing through any lock shall be free
from protrusions of any kind which
might damage the lock structure.

(5) All vessels shall be provided with
suitable fenders. When entering and
exiting locks, one deckhand, or more if
the lockmaster so directs, shall be sta-
tioned at the bow and stern of tows.
These deckhands shall maintain their
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stations while tows are moving adja-
cent to any part of a lock. They shall
protect the lock walls by the use of
hand-held fenders. In all cases, two
deckhands shall be stationed at the
bows of tows 100 feet wide or wider
when entering locks. They shall remain
at their stations until the bows of such
tows pass the recessed miter gates.

(6) Masters and pilots must use every
precaution to prevent unnecessary
delay in entering or leaving locks. Ves-
sels failing to enter locks with reason-
able promptness when signaled to do so
shall lose their turn. Rearranging or
switching of barges in the locks or in
approaches 1is prohibited unless ap-
proved or directed by the lockmaster.

(7) No vessel shall enter a lock unless
its draft is at least two feet less than
the least depth of water over the sills.
Information concerning controlling
depth over sills can be obtained from
the lockmaster at each lock or by in-
quiry at the office of the district engi-
neer of the district in which the lock is
located.

(8) Vessels awaiting their turn to
lock shall be positioned so that they
will not interfere with vessels leaving
the lock. However, to the extent prac-
ticable under the prevailing conditions,
vessels and tows shall be positioned so
as to minimize approach time.

(9) Number of lockages. (i) Tows or
rafts locking in sections will generally
be allowed only two consecutive
lockages if other vessels are waiting
lockage, but may be allowed more in
special cases. No part of a tow shall
pass a lock until the whole of the one
preceding it shall have passed. The
lockmaster may prescribe a departure
from the normal order of precedence to
achieve the best lock utilization.

(ii) One deckhand, or more if the
lockmaster so directs, shall tend the
lines at the bow and stern of each sec-
tion of a tow that transits a lock or
moors to the river walls.

(10) Vessels shall enter and leave
locks under such control as to prevent
any damage to the walls and gates.

(11) Placing or discharging refuse of
any description into the lock, on the
lock walls, on the esplanade, or on any
other government property is prohib-
ited.
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(h) Lockage of pleasure craft. In order
to fully utilize the capacity of the lock,
lockmasters may expedite the lockage
of pleasure craft by locking them
through with commercial vessels, ex-
cept vessels carrying volatile cargoes
or other substances likely to emit
toxic, flammable, or explosive vapors.
If the lockage of pleasure craft cannot
be accomplished within the time re-
quired for three single lockages, a sep-
arate lockage of pleasure craft shall be
made. Pleasure craft operators are ad-
vised that the locks have a pull chain
located at the end of each river wall
which signals the lockmaster that
lockage is desired.

(1) Locking rafts and floating dredge
discharge line. While awaiting lockage,
rafts and tows containing floating
dredge discharge line shall not obstruct
the lock approaches. They shall be
properly and securely assembled to as-
sure adequate control while entering
and exiting locks. The passage of loose
logs through a lock is prohibited.
Lockage will be refused to rafts unless
the logs float sufficiently high to make
it evident that the raft will not sink.

(j) Mooring—(1) At locks. (i) When in
the locks, all vessels shall be moored as
directed by the lockmaster. Vessels
shall be moored with bow and stern
lines leading in opposite directions to
prevent the vessel from ‘‘running” in
the lock. All vessels will have one addi-
tional line available on the head of the
tow for emergency use. The pilot of a
vessel shall remain at his station in
the pilot house and the deckhands shall
stand by the mooring lines during the
entire locking procedure. When the
vessel is securely moored, the pilot
shall not cause movement of the pro-
peller except in an emergency or unless
directed by the lockmaster. Tying to
lock ladders is strictly prohibited.

(ii) Mooring of any vessel will not be
permitted at or between the arrival
points without permission of the
lockmaster.

(2) Outside of locks. (i) Vessels over 40
feet in length shall not land or anchor
against revetted banks without written
permission of the district engineer, ex-
cept in case of emergency. When an
emergency landing is necessary, adja-
cent locks shall be notified. In all



§207.275

cases, every precaution to avoid dam-
age to the revetment works shall be ex-
ercised. The construction of log rafts
along mattressed or paved banks or the
tying up and landing of log rafts
against such banks require the permis-
sion of the district engineer.

(ii) Government mooring facilities at
the junction of main stem and sec-
ondary channels are to provide tem-
porary mooring for tows awaiting
transfer of barges to or from ports,
docks, or fleeting areas located on the
secondary channels. These facilities
shall not be used for storage of barges
or fleeting activities. The maximum
permissible time of mooring at the fa-
cilities shall be determined by the dis-
trict engineer.

(k) Locking signals. Vessels must ap-
proach the locks with caution and not
enter or leave the locks until signaled
to do so by the lockmaster.

(1) Signal by radio. Requests for lock-
age by radio will be the primary signal
for vessels equipped with VHF-FM ra-
dios operating in the FCC authorized
Maritime Band. District engineers will
advise all known interested parties of
the channels available for use in com-
municating with the locks. Pilots of
commercial tows should contact the
locks at least one-half hour before ar-
rival in order that they may be in-
formed of current river and traffic con-
ditions that may affect the safe pas-
sage of their tows.

(2) Sound signals. In addition to radio
communication, the following sound
signals are prescribed for use during
lockage. Sound signals given by vessels
and locks shall be given by means of a
horn. The term prolonged blast means
a blast of from four to six second’s du-
ration. The term short blast means a
blast of about one second’s duration.

(i) Vessels desiring a single lockage
shall give notice to the lockmaster by
one prolonged blast of the horn fol-
lowed by one short blast. If a double
lockage is required, vessels shall give
one prolonged blast of the horn fol-
lowed by two short blasts. These sig-
nals are not required from pleasure
craft not equipped with horns. Locking
procedures for pleasure craft are pre-
scribed in paragraph (h).

(ii) When the lock is ready for en-
trance, the lockmaster shall give one

58

33 CFR Ch. Il (7-1-15 Edition)

prolonged blast of the horn to signal
permission to enter the lock chamber.

(iii) The lockmaster shall give per-
mission to leave the lock chamber by
one short blast of the horn.

(iv) Five or more short and rapid
blasts of the lock horn will be used as
a means of attracting attention, to in-
dicate caution, or to signal danger.
This signal will be used to attract the
attention of the masters and crews of
vessels using the lock or navigating in
the lock area and to indicate that
something unusual involving danger or
requiring special caution is happening
or is about to happen. When this signal
is given by the lockmaster, the masters
and crews of vessels in the vicinity
shall immediately become alert to de-
termine the reason for the signal and
shall take the necessary steps to cope
with the situation.

(3) Visual signals. Signal lights are
displayed outside each lock gate to
supplement the radio and sound sig-
nals. Vessels will be governed as fol-
lows:

(i) One flashing green light to indi-
cate that the lock is open to approach-
ing navigation.

(ii) One flashing red light to indicate
that the lock is not open to approach-
ing navigation. Vessels shall stand
clear.

(iii) Flashing amber and green lights
to indicate that one or both lock gates
can not be fully recessed or other un-
usual conditions exist. Vessels can
enter the lock with caution.

(iv) In the absence of any of the
above visual signals, pilots shall signal
for lockage by radio or horn and wait
for the lockmaster to acknowledge
their signal.

(1) Navigation lights on locks and dams.
(1) The following navigation lights will
be displayed at all locks except Norrell
Lock and Lock No. 2 during hours of
darkness and heavy fog.

(i) Three green lights visible through
an arc of 360 degrees arranged in a
vertical line on the end of the up-
stream river wall.

(ii) Two green lights visible through
an arc of 360 degrees arranged in a
vertical line on the end of the down-
stream river wall.
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(iii) A single red light visible through
an arc of 360 degrees on the ends of the
upstream and downstream land walls.

(2) The following navigation lights
will be displayed at Lock No. 2 during
hours of darkness and heavy fog. They
shall also be displayed at Norrell Lock
during hours of darkness and heavy fog
except when navigation is passing over
the dam.

(i) Three green lights visible through
an arc of 360 degrees arranged in a
vertical line on the end of the up-
stream river wall.

(ii) Two green lights visible through
an arc of 360 degrees arranged in a
vertical line on the end of the down-
stream river wall.

(iii) A single red light visible through
an arc of 360 degrees on the dolphin lo-
cated furthest upstream in line with
the land wall and on the dolphin lo-
cated furthest downstream in line with
the land wall.

(3) The following navigation lights
will be displayed at Norrell Lock and
Dam during hours of darkness and
heavy fog when navigation is passing
over the dam. During daylight hours a
yellow and black disc will be displayed
on each end (upstream and down-
stream) of the river wall to signal navi-
gation over the dam.

(i) Three red lights visible through an
arc of 360 degrees arranged in a vertical
line on the end of the upstream river
wall.

(ii) Two red lights visible through an
arc of 360 degrees arranged in a vertical
line on the end of the downstream river
wall.

(iii) A single red light visible through
an arc of 360 degrees on the dolphin lo-
cated furthest upstream in line with
the land wall and on the dolphin lo-
cated furthest downstream in line with
the land wall.

(iv) A single, flashing blue light visi-
ble through an arc of 360 degrees lo-
cated on the end of the dam opposite
the lock.

(m) Restricted areas at locks and dams.
All waters immediately above and
below each dam, as posted by the re-
spective district engineers, are hereby
designated as restricted areas. No ves-
sel or other floating craft shall enter
any such restricted area without per-
mission of the lockmaster. The limits
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of the restricted areas at each dam will
be determined by the responsible dis-
trict engineer and marked by signs in-
stalled in conspicuous and appropriate
locations.

(n) Trespass on lock and dam property.
(1) Trespass on locks or dams or other
United States property pertaining to
the locks or dams is strictly prohibited
except in those areas specifically per-
mitted by the lockmaster. Any person
committing a willful injury to any
United States property or personnel
will be prosecuted.

(2) No fishing will be permitted from
the lock or dam structures.

(3) No one but employees of the
United States shall move any lock ma-
chinery unless directed by the
lockmaster. Tampering or meddling
with the machinery or other parts of
the lock is strictly forbidden.

(0) Repair and construction of naviga-
tion structures. To avoid damage to
plant and structures connected with
the construction or repair of locks and
dams, vessels passing structures in the
process of construction or repair shall
reduce their speed and navigate with
special caution while in the vicinity of
such work.

(p) Reporting the navigation incidents.
In furtherance of maintaining naviga-
tion safety the following rules are pre-
scribed for all navigation interests:

(1) Any incident resulting in uncon-
trolled barges shall immediately be re-
ported to the nearest lock and the ap-
propriate U.S. Coast Guard Office. The
report shall include information as to
the number of loose barges, their
cargo, and the time and location where
they broke loose. The lockmaster shall
be kept informed of the progress being
made in bringing the barges under con-
trol so that he/she can initiate what-
ever actions may be warranted.

(2) Masters, owners, or other persons
using the waterways to which the regu-
lations in this section apply shall re-
port to the nearest lockmaster or the
district engineer by the most expedi-
tious means available all marine acci-
dents; such as fire, collision, sinking,
or grounding, where there is possible
obstruction of the channel or inter-
ference with navigation; furnishing a
clear statement as to the name, ad-
dress, and ownership of the vessel or
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vessels involved; the time and place;
and the action taken. In all cases, the
owner of a sunken vessel shall take im-
mediate steps to mark the wreck prop-
erly.

(i) Sunken or sinking barges shall be
reported to the nearest lock both
downstream and upstream of the loca-
tion in order that traffic passing those
points may be advised of the hazards.
The appropriate U.S. Coast Guard Of-
fice shall also be notified.

(ii) Whenever it is necessary to re-
port an incident involving uncon-
trolled, sunken or sinking barges, the
cargo in the barges shall be precisely
identified.

(iii) The owners or masters of vessels
sunk in the navigable waters of the
United States shall provide the appro-
priate district engineer with a copy of
the sunken vessel report furnished to
the appropriate U.S. Coast Guard Ma-
rine Inspection Office.

(q) [Reserved]

(r) Liability for damage. This section
shall not affect the liability of the
owners and operators of vessels for any
damage caused by their operations.
Should any Government property be
damaged as the result of the operation
of a vessel, the master of the vessel
shall report the accident to the nearest
lockmaster or the appropriate district
engineer.

(s) Persistent violation of regulations. If
the owner or operator of any vessel
persistently violates the regulations of
this section or any orders given in pur-
suance thereof, after due notice of
same, lockage may be refused by the
district engineer. The lockmaster may
refuse lockage if deemed necessary to
protect government property in the vi-
cinity of the lock.

(t) Vessels to carry regulations. A copy
of these regulations shall be kept at all
times on board each commercial vessel
engaged in navigating the waterway.
Copies may be obtained from any lock
or district engineer’s office on request.
Masters of such vessels are also re-
quired to have on board current copies
of the navigation charts and applicable
Notices to Navigation Interest.

[61 FR 30639, Aug. 28, 1986, as amended at 56
FR 13765, Apr. 4, 1991]
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§207.300 Ohio River, Mississippi River
above Cairo, Ill.,, and their tribu-
taries; use, administration, and
navigation.

(a) Authority of lockmasters—(1) Locks
staffed with Government personnel. The
provisions of this paragraph apply to
all waterways in this section except for
Cordell Hull Lock located at Mile 313.5
on the Cumberland River in Tennessee.
The lockmaster shall be charged with
the immediate control and manage-
ment of the lock, and of the area set
aside as the lock area, including the
lock approach channels. He/she shall
see that all laws, rules, and regulations
for the use of the lock and lock area
are duly complied with, to which end
he/she is authorized to give all nec-
essary orders and directions in accord-
ance therewith, both to employees of
the government and to any and every
person within the limits of the lock
and lock area, whether navigating the
lock or not. No one shall cause any
movement of any vessel, boat, or other
floating thing in the lock or ap-
proaches except by or under the direc-
tion of the lockmaster or his/her assist-
ants. In the event of an emergency, the
lockmaster may depart from these reg-
ulations as he deems necessary. The
lockmasters shall also be charged with
the control and management of feder-
ally constructed mooring facilities.

(2) Locks staffed with contract per-
sonnel. The provisions of this para-
graph apply to Cordell Hull Lock lo-
cated at Mile 313.5 on the Cumberland
River in Tennessee. Contract personnel
shall give all necessary orders and di-
rections for operation of the lock. No
one shall cause any movement of any
vessel, boat or other floating thing in
the locks or approaches except by or
under the direction of the contract
lock operator. All duties and respon-
sibilities of the lockmaster set forth in
this section shall be performed by the
contract lock operator except that re-
sponsibility for enforcing all laws,
rules, and regulations shall be vested
in a government employee designated
by the Nashville District Engineer. The
district engineer will notify waterway
users and the general public through
appropriate notices and media con-
cerning the location and identity of the
designated government employee.
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(b) Safety rules for vessels using naviga-
tion locks. The following safety rules
are hereby prescribed for vessels in the
locking process, including the act of
approaching or departing a lock:

(1) Tows with flammable or hazardous
cargo barges, loaded or empty. (i) Strip-
ping barges or transferring cargo is
prohibited.

(ii) All hatches on barges used to
transport flammable or hazardous ma-
terials shall be closed and latched, ex-
cept those barges carrying a gas-free
certificate.

(iii) Spark-proof protective rubbing
fenders (‘‘possums’’) shall be used.

(2) All vessels. (i) Leaking vessels may
be excluded from locks until they have
been repaired to the satisfaction of the
lockmaster.

(ii) Smoking, open flames, and chip-
ping or other spark-producing activi-
ties are prohibited on deck during the
locking cycle.

(iii) Painting will not be permitted in
the lock chamber during the locking
cycle.

(iv) Tow speeds shall be reduced to a
rate of travel such that the tow can be
stopped by checking should mechanical
difficulties develop. Pilots should
check with the individual lockmasters
concerning prevailing conditions. It is
also recommended that pilots check
their ability to reverse their engines
prior to beginning an approach. En-
gines shall not be turned off in the lock
until the tow has stopped and been
made fast.

(v) U.S. Coast Guard regulations re-
quire all vessels to have on board life
saving devices for prevention of drown-
ing. All crew members of vessels re-
quired to carry work vests (life jack-
ets) shall wear them during a lockage,
except those persons in an area en-
closed with a handrail or other device
which would reasonably preclude the
possibility of falling overboard. All
deckhands handling lines during lock-
ing procedure shall wear a life jacket.
Vessels not required by Coast Guard
regulations to have work vests aboard
shall have at least the prescribed life
saving devices, located for ready access
and use if needed. The lockmaster may
refuse lockage to any vessel which fails
to conform to the above.
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(c) Reporting of nmavigation incidents.
In furtherance of increased safety on
waterways the following safety rules
are hereby prescribed for all navigation
interests:

(1) Any incident resulting in uncon-
trolled barges shall immediately be re-
ported to the nearest lock. The report
shall include information as to the
number of loose barges, their cargo,
and the time and location where they
broke loose. The lockmaster or locks
shall be kept informed of the progress
being made in bringing the barges
under control so that he can initiate
whatever actions may be warranted.

(2) Whenever barges are temporarily
moored at other than commercial ter-
minals or established fleeting areas,
and their breaking away could endan-
ger a lock, the nearest lock shall be so
notified, preferably the downstream
lock.

(3) Sunken or sinking barges shall be
reported to the nearest lock both
downstream and upstream of the loca-
tion in order that other traffic passing
those points may be advised of the haz-
ards.

(4) In the event of an oil spill, notify
the nearest lock downstream, speci-
fying the time and location of the inci-
dent, type of oil, amount of spill, and
what recovery or controlling measures
are being employed.

(5) Any other activity on the water-
ways that could conceivably endanger
navigation or a navigation structure
shall be reported to the nearest lock.

(6) Whenever it is necessary to report
an incident involving uncontrolled,
sunken or sinking barges, the cargo in
the barges shall be accurately identi-
fied.

(d) Precedence at locks. (1) The vessel
arriving first at a lock shall normally
be first to lock through, but precedence
shall be given to vessels belonging to
the United States. Licensed commer-
cial passenger vessels operating on a
published schedule or regularly oper-
ating in the ‘‘for hire’”’ trade shall have
precedence over cargo tows and like
craft. Commercial cargo tows shall
have precedence over recreational
craft, except as described in paragraph
(f) of this section.

(2) Arrival posts or markers may be
established ashore above and/or below
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the locks. Vessels arriving at or oppo-
site such posts or markers will be con-
sidered as having arrived at the locks
within the meaning of this paragraph.
Precedence may be established visually
or by radio communication. The
lockmaster may prescribe such depar-
ture from the normal order of prece-
dence as in his judgment is warranted
to achieve best lock utilization.

(e) Unnecessary delay at locks. Masters
and pilots must use every precaution
to prevent unnecessary delay in enter-
ing or leaving locks. Vessels failing to
enter locks with reasonable prompt-
ness when signalled to do so shall lose
their turn. Rearranging or switching of
barges in the locks or in approaches is
prohibited unless approved or directed
by the lockmaster. This is not meant
to curtail ‘‘jackknifing’” or set-overs
where normally practiced.

(f) Lockage of recreational craft. In
order to fully utilize the capacity of
the lock, the lockage of recreational
craft shall be expedited by locking
them through with commercial craft:
Provided, That both parties agree to
joint use of the chamber. When rec-
reational craft are locked simulta-
neously with commercial tows, the
lockmaster will direct, whenever prac-
ticable, that the recreational craft
enter the lock and depart while the tow
is secured in the lock. Recreational
craft will not be locked through with
vessels carrying volatile cargoes or
other substances likely to emit toxic
or explosive vapors. If the lockage of
recreational craft cannot be accom-
plished within the time required for
three other lockages, a separate lock-
age of recreational craft shall be made.
Recreational craft operators are ad-
vised that many locks have a pull
chain located at each end of the lock
which signals the Ilockmaster that
lockage is desired. Furthermore, many
Mississippi River locks utilize a strobe
light at the lock to signal recreational
type vessels that the lock is ready for
entry. Such lights are used exclusively
to signal recreational craft.

(g) Simultaneous lockage of tows with
dangerous cargoes. Simultaneous lock-
age of other tows with tows carrying
dangerous cargoes or containing flam-
mable vapors normally will only be
permitted when there is agreement be-
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tween the lockmaster and both vessel
masters that the simultaneous lockage
can be executed safely. He shall make a
separate decision each time such ac-
tion seems safe and appropriate, pro-
vided:

(1) The first vessel or tow in and the
last vessel or tow out are secured be-
fore the other enters or leaves.

(2) Any vessel or tow carrying dan-
gerous cargoes is not leaking.

(3) All masters involved have agreed
to the joint use of the lock chamber.

(h) Stations while awaiting a lockage.
Vessels awaiting their turn to lock
shall remain sufficiently clear of the
structure to allow unobstructed depar-
ture for the vessel leaving the lock.
However, to the extent practicable
under the prevailing conditions, vessels
and tows shall position themselves so
as to minimize approach time when
signaled to do so.

(i) Stations while awaiting access
through navigable pass. When navigable
dams are up or are in the process of
being raised or lowered, vessels desir-
ing to use the pass shall wait outside
the limits of the approach points un-
less authorized otherwise by the
lockmaster.

(j) Signals. Signals from vessels shall
ordinarily be by whistle; signals from
locks to vessels shall be by whistle, an-
other sound device, or visual means.
when a whistle is used, long blasts of
the whistle shall not exceed 10 seconds
and short blasts of the whistle shall
not exceed 3 seconds. Where a lock is
not provided with a sound or visual sig-
nal installation, the lockmaster will
indicate by voice or by the wave of a
hand when the vessel may enter or
leave the lock. Vessels must approach
the locks with caution and shall not
enter nor leave the lock until signaled
to do so by the lockmaster. The fol-
lowing lockage signals are prescribed:

(1) Sound signals by means of a whistle.
These signals apply at either a single
lock or twin locks.

(i) Vessels desiring lockage shall on
approaching a lock give the following
signals at a distance of not more than
one mile from the lock;

(a) If a single lockage only is re-
quired: One long blast of the whistle
followed by one short blast.
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(b) If a double lockage is required:
One long blast of the whistle followed
by two short blasts.

(ii) When the lock is ready for en-
trance, the lock will give the following
signals:

(a) One long blast of the whistle indi-
cates permission to enter the lock
chamber in the case of a single lock or
to enter the landward chamber in the
case of twin locks.

(b) Two long blasts of the whistle in-
dicates permission to enter the
riverward chamber in the case of twin
locks.

(iii) Permission to leave the locks
will be indicated by the following sig-
nals given by the lock:

(a) One short blast of the whistle in-
dicates permission to leave the lock
chamber in the case of a single lock or
to leave the landward chamber in the
case of twin locks.

(b) Two short blasts of the whistle in-
dicates permission to 1leave the
riverward chamber in the case of twin
locks.

(iv) Four or more short blasts of the
lock whistle delivered in rapid succes-
sion will be used as a means of attract-
ing attention, to indicate caution, and
to signal danger. This signal will be
used to attract the attention of the
captain and crews of vessels using or
approaching the lock or navigating in
its vicinity and to indicate that some-
thing unusual involving danger or re-
quiring special caution is happening or
is about to take place. When this signal
is given by the lock, the captains and
crews of vessels in the vicinity shall
immediately become on the alert to de-
termine the reason for the signal and
shall take the necessary steps to cope
with the situation.

(2) Lock signal lights. At locks where
density of traffic or other local condi-
tions make it advisable, the sound sig-
nals from the lock will be supple-
mented by signal lights. Flashing
lights (showing a one-second flash fol-
lowed by a two-second eclipse) will be
located on or near each end of the land
wall to control use of a single lock or
of the landward lock of double locks. In
addition, at double locks, interrupted
flashing lights (showing a one-second
flash, a one-second eclipse and a one-
second flash, followed by a three-sec-
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ond eclipse) will be located on or near
each end of the intermediate wall to
control use of the riverward lock. Navi-
gation will be governed as follows:

(i) Red light. Lock cannot be made
ready immediately. Vessel shall stand
clear.

(ii) Amber light. Lock is being made
ready. Vessel may approach but under
full control.

(iii) Green light. Liock is ready for en-
trance.

(iv) Green and amber. Lock is ready
for entrance but gates cannot be re-
cessed completely. Vessel may enter
under full control and with extreme
caution.

(3) Radio communications. VHF-FM ra-
dios, operating in the FCC authorized
Maritime Band, have been installed at
all operational locks (except those on
the Kentucky River and Lock 3, Green
River). Radio contact may be made by
any vessel desiring passage. Commer-
cial tows are especially requested to
make contact at least one half hour be-
fore arrival in order that the pilot may
be informed of current river and traffic
conditions that may affect the safe
passage of his tow.

(4) All locks monitor 156.8 MHz (Ch.
16) and 156.65 MHz (Ch. 13) and can
work 156.65 MHz (Ch. 13) and 156.7 MHz
(Ch. 14) Ch. 16 is the authorized call,
reply and distress frequency, and locks
are not permitted to work on this fre-
quency except in an emergency involv-
ing the risk of immediate loss of life or
property. Vessels may call and work
Ch. 13, without switching, but are cau-
tioned that vessel to lo